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l. INTRODUCTION 


1.1. GENERAL 


In the UNIVAC OS/4 Operating System (OS/4), job contro! is the nonresident component that manages the system 
resources and prepares jobs for execution in either a tape or disc operating environment. A job represents a task or 
unit of work to be performed; each job can be divided into job steps to be executed serially; job steps are made up 
of problem programs. Job control services are performed prior to the execution of the initial step of a job, during 
the transition between job steps, and at the conclusion of the job. OS/4 job control refers only to disc operating 
environments. The tape operating environment described in this manual applies only to the UNIVAC 9400 System 
Tape Operating System (TOS). For additional information concerning OS/4, see UNLMAC.OS/4 Operating System 
Guide Programmer.Reference, UP-7934 (current version). 


The services of job control are directed by the user through statements known as the job control language. These 
control statements define the system resources required for proper execution of a job and facilitate the efficient 
management of those resources before, during, and after job step execution. The flexibility provided by these 
statements enables the user to define the requirements for a variety of facilities and to be independent of many 
limitations previously imposed by system configurations. 


Some of the services performed by job contro! are: 
. Storage allocation 

a Device assignment 

a Volume label and file label storage 


. Constructing a job file of control streams on the resident direct access storage device for subsequent retrieval 
and execution 


a Restarting a program from a checkpoint : 
This manual describes the manner in which these services are performed by job control in either a disc or tape 
operating environment. It also describes how the resources of the system are allocated to a job and defines the 
control statements and their use. 


A knowledge of UN/VAC 9400 System Assembler/Central Processor Unit Programmer Reference, UP-7600 (current 
version); UNIVAC 9400 System Supervisor Programmer Reference, UP-7689 (current version); UN/VAC 9400 
System Data Management System Programmer Reference, UP-7629 (current version); and UN/VAC 9400 System 
Description, UP-7566 (current version) is helpful in the use of this manual. 
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1.2. CONTROL STREAM CONCEPTS 


A control stream is a group of sequenced control statements, written by the user in job control language, which 
define a job and direct the execution of that job. The control stream acts as an interface between the user job and 
job control. The control statements contain information regarding: 


a Job Identification 

LT] Device Assignment 

a File Label Information 

s Storage Allocation 

a Extent Requests 

tT] Tape Control 

a Job Termination and Deletion 


A control stream may also contain data required during the execution of the job or it may include the source code in 
an assemble-link-and-go type of operation. 


Each job executed in the system must have a unique name which is used by the system to identify and to locate the 
job’s control stream. Devices are assigned for each input or output file required by the job by means of control 
statements grouped in sets. These sets contain the required information associated with that device. Device 
assignment sets may also include volume, extent request, and file label information. In addition, the control stream 
may contain control statements requesting that certain features, facilities, and options be made available during job 
execution, that a job step accept parameters at execution time, or that further control of the magnetic tape units is 
required. 


In a tape-oriented system, the control stream is read in from the system input device (RDR) and processed one 
statement at a time. In a disc-oriented system, control streams are read in from the system input device and stored in 
a job file on disc for subsequent retrieval and execution. 


In either a tape-oriented or disc-oriented system, job control reads a control statement in the control stream by 
issuing a GETCS macro instruction in the program. The GETCS macro instruction is a function of the supervisor. 
Thus, the user is prevented from reading a job control statement directly from the control stream. The user is also 
prevented from executing two job control functions at the same time. If a second job control function is requested 
by the user, the first job control function is completed before the second one can be executed. Job control functions 
include: FILE, DELETE, TERMINATION, etc. 


1.3. MULTIJOB CAPABILITY 


Multijobbing is the concurrent execution of several jobs residing simultaneously within the system. These jobs must 
be executable in a disc-oriented system. OS/4 job control has the capability of executing up to five jobs 
concurrently. Therefore, there can be any number of control streams filed in the job file but only five may be active 
at a given time. The control stream link addresses for each job within the job file are totally independent. Although 
several jobs may be executing concurrently, only one job control function can be operating in the system at a given 
time. The job control function for the job with the highest priority is performed; a request for another job control 
function must wait for the completion of the current function. 
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2. JOB MANAGEMENT 
2.1. GENERAL 
Job control is activated when a job is to enter the system or when the various functions required for job execution 
must be coordinated. The user specifies these functions by means of statements written in job control language 
(Section 4). These statements are submitted to the system through an input control stream. A control stream 
consists of a series of punched cards that are read and either immediately executed or are stored on auxiliary storage 
for subsequent retrieval and execution. An explanation of the functions of job control is given in the following 
subsections. 
2.2. JOB ENTRY 
The job entry function of job control permits the user to submit control streams either for immediate retrieval and 
execution or for temporary storage on tape or disc for subsequent retrieval and execution. When control streams are 
written on auxiliary storage, it is referred to as control stream buffering. Tape buffering may be used to put job | 
_control streams out onto tape, which can betater filed from tape to disc. Tape buffering works only with prepped 
tapes (tapes containing a VOL1 record and a HDR1 record), as it checks the volume serial number and the Julian 
date in the HDR1 record for expiration. It updates the Julian date to the current date in the system when the tape is 
initially created. 
The operation of the job entry function in tape- and disc-oriented systems is explained in the following paragraphs. 
a Tape Systems (TOS) 
In a tape-oriented system, control streams are introduced through a punched card reading device for 
immediate execution or are written on magnetic tape for subsequent execution. When control streams are 
submitted to the system through a punched card reading device for immediate execution, that device must be 
defined as both the system reader (RDR) and system input device (IPT). When control streams are written on 
tape for subsequent execution, the punched card reading device must be specified as IPT, and the magnetic 
tape device on which the control stream is to be written must be specified as RDR and referenced on the file 
command by its volume serial number. 
A FILE operator command is used to activate the control stream buffering function and to identify the tape 
volume on which the contro! stream is to be written. A RUN operator command or control statement is used 
to retrieve a control stream for execution. (When control streams are submitted through a punched card 
reading device for immediate execution, only the RUN operator command or control statement need be used.) 
As each control statement is retrieved, job control provides verification checks to be reasonably certain that 
the control stream has been constructed in a logical manner. If an erroneous statement is detected, job control 
displays the type of error at the system console and aborts the job by reading and bypassing all remaining 
a, statements in the control stream, up to and including the end-of-job (/&) statement. Following normal or 


abnormal terminations, the system reader is positioned to the next control stream. Figure 2—1 illustrates the 
job entry functions for a tape operating system. 
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Figure 2—1. Job Entry ina Tape Operating System 
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When control streams are written on tape, each card image retrieved from the system input device occupies one 
physical block on the tape volume. Contro! streams are separated by tape marks, and messages are displayed at the 
system console indicating the job names and their respective file numbers so that the tape volume can be 
subsequently repositioned to allow the execution of a job in other than a sequential manner. Thus, the first control 
stream written on a particular magnetic tape volume can be executed by positioning the tape to the first file. This is 
normally accomplished by issuing an MTC operator command designating that the tape volume is to be positioned 
immediately following the first tape mark. 


Disc Systems (DOS) 


In a disc-oriented system, control streams are introduced through a punched card reading device and written in 
the job file on the system resident disc pack for subsequent retrieval and execution. The card d reading device 


must be defined as IPT, and the system resident disc device must be defined as RDR. ‘A function of job 


control, called the JPROC procedure processor, which can be specified when the superisor is generated, has 
been provided to the user for generating repetitive sequences of statements in a job stream upon the 
specification of a single procedure call statement. This function is stored in the module JPROC in the system 
procedure library. The use of JPROC procedures saves time and effort and reduces the risk of error in job 
stream preparation. The use of JPROC increases the FILE memory requirement by 8192 bytes. 


The JPROC procedure processor expands the procedure call statement, according to the procedure definition, 
into a series of lines, which then becomes a portion of the control stream. The JPROC function also provides 
the ability to insert and/or change parameters in the generated control statements (such as volume serial 


numbers, file names, program names, etc.). Section S.describes the use of job control proceduces.in details 


Disc storage space to contain the control streams is dynamically acquired by job control from the system 
temporary storage pool one cylinder at_a time. Space for the job file index is permanently reserved and 
restricted to one cylinder. Each entry in the job file index consists of an 8- -byte key and a 24-byte data record. 
The control stream is stored in fixed- -length blocks of 446 bytes. A maximum of four control statements or 


five data statements is contained in each block. A minimum of one track is required for each control stream. 


A FILE operator command or control statement is used to activate the file function or control stream 
buffering function. Before each control stream is filed, job control scans the job file index to determine if 
there is another control stream with an identical name. If a matching name is found and the associated job is 
currently running in the system, all processing of the newly submitted control stream ceases. However, if a 
matching name is found and the associated job is found and the associated job is not currently running in the 


‘system, the previously filed stream is deleted and the newly submitted control stream is filed. If no matching 


name is found, the newly submitted control stream is filed on the disc. 


Immediately after each control stream is filed, it is re-read and verified to determine if the stream is 
constructed in a logical manner. If no errors are detected, an entry is written in the job file index identifying 
the filed control stream, and a message is displayed at the system console indicating that the control stream 
has been both filed and verified. If an error is detected in the control stream, the index entry is not written on 
the job file; messages are displayed at the system console to indicate the type of error and that the control 
stream has not been filed. (Since there is no index entry for the erroneous control stream, that stream cannot 
be retrieved.) Figure 2—2 illustrates the job entry functions for a disc operating system. 
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2.2.1. Assignment of Sequence Numbers to Statements 
Sequence numbers are assigned to job control statements during the file function. The purpose is to facilitate 
locating incorrect statements which are indicated by an error message printout on the console (JF04). The following 


examples explain how sequence numbers are assigned. 


Example 1: 


When control streams are submitted unpacked (only one statement per card) and without sequence numbers, 
the file function assigns sequence numbers in increments of 100. 


The submitted control stream 


LABEL $b OPERATION 6 OPERAND 
10 





Example 2: 
When control streams are submitted and more than one job control statement appears on the card without 
sequence numbers, the file function will assign sequence numbers in increments of 100 for a card and in 


increments of 10 for each statement on the card. 


The submitted control stream 





Li rol ind. : 
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Each card in the submitted control stream has three statements; when they are filed, these statements are 
broken down into separate card images before being filed to disc. The sequence numbers on the card images 
that are filed could be defined in the following manner: the hundreths position designates the physical card 
and the tenths position designates the statement on that card. For example, take the first card. When it was 
filed, it was assigned 000110. This tells us that this image would appear as the first statement on the first card 
submitted, so 000120 would be the second statement on card one, etc. 


Example 3: 


When control streams are submitted that are only one statement per card and they contain sequence numbers, 
these statements are filed with the sequence number that was submitted. These should be sequenced in 
increments of 1000, so that if there is a need to insert a card, it can be inserted with the sequence of the 
previous card incremented by 100. 


3 


/.. ISB, J ebname 
Li, ‘LFD PRNTR es Oe ee oe re 


bee 
ae eee ey 





If there is a need to insert a card between the JOB statement and the DVC statement, the number given this 
card should be 001100. This number would define this card as being the first insert card after statement 
number one. 


Example 4: 


When control streams are submitted that contain more than one statement per card and are sequenced, again 
they should be sequenced by 1000. 


The submitted control stream 


i 
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The scheme for assigning sequence numbers for these cards would be the same as multistatement cards that are 
unsequenced, with the exception that the sequence number that appears on the submitted cards will be 
retained and the individual statements will be incremented by 10. 


Example 5: 


The same applies for inserting cards between cards that are already sequenced as explained in example 2. The 
following can also be done for inserting cards between sequenced cards. 


The submitted control stream 
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If the need arises to insert a card after the JOB statement, it can be inserted without a sequence number and it 
is filed as follows: 
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if the need arises to insert a card that has more than one statement between the preceding two cards, they are 
filed as follows: 
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Example 6: 


When control streams are submitted with data in the stream, the sequencing is as given in examples 1 and 2 
except that the /* is not sequenced. 


The submitted stream 














obname ae Dv. Ni. wr, LED. ‘PRNTR. 
vine VOL. Volino. od LED TAPE 
i “aro Tab aes ea FANGS cn Re ee Ie Si ee COO oe Or Se Se Se 








ci ree Seite SAOPS Saree (MNT (Om UME) ODES CPU: Uae OY MRR’ Ce SOR 





B Whee ates 


SF ee coe ec Ses ee eS eS SO 


Sd eles My Nw fetes Pee ae REL GA eter Lal es Tn Cet ees CRT ae OC Mee Co eae Oc Te Ps sO 





Bes etd ca ty Pe eee Sed ORES ne Ca ees Vee 





boot dectacks ee mesa | ad owe ae Oe doa 


Soe es oe eee ee pitbisiate 








Ca (Set ee re ers Es 


Agate ytd ileg a ees ae ae 


7793 Rev. 1 
UP-NUMBER 


UNIVAC OS/4 SYSTEM 


is filed as follows: 











LABEL B OPERATION B OPERANT 











/ id FD, PRINTR | |. 





2-9 
PAGE REVISION | PAGE 
ues: 





Data statements and/* are filed as is, without sequence numbers. In other words, the /* is filed as data. 
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Example 7: 


\f JFO4 console ressages are printed out at verification time, the following example illustrates assignment of 


sequence numbers that will help in finding the invalid statement: 


JFO4 S 000920 S$ 000930 


This example indicates that a sequence error had occurred on card 9, statements 2 and 3. 


2.3. JOB INITIATION AND CONTINUATION 


The job initiation and continuation functions of job contro! establish the operating environment for a job and 
provide the processing control required between job steps. 


2.3.1. Job Initiation 


Jobs are initiated by a RUN operator command or a RUN control statement. Job control retrieves and examines the 


control stream to determine the required hardware and software resources. 


If sufficient system resources are 


available, job control allocates the required resources, and establishes and identifies the job in the system. If 
sufficient system resources are not available, a message is displayed at the system console indicating the reason, and 
the job initiation process is immediately aborted. 
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During a job initiation, the priority level of the job is established. All jobs are executed at user priority level 3 unless 
the priority is specified on the JOB statement, RUN statement, or RUN operator command. If the priority is 
specified in the RUN statement or operator command, this priority takes precedence over the priority specified in 
the JOB statement. Job control enters the priority at the proper level in the program switch list. See UN/ VAC 9400 
System Supervisor Programmer Reference, UP-7689 (current version) for a detailed explanation of the program 
switch list. 


The operation of the job initiation function in tape- and disc-oriented systems is explained in the following 
paragraphs. 


Tape Systems (TOS) 


In a tape-oriented system, multiprogramming is permitted only if the program mix consists of one main 
program and one or more symbionts. Since control streams are not prescanned, it is impossible for job control 
to determine the main storage requirements for multistep jobs. If a problem job consists of more than a single 
job step, the main storage requirement for the job is determined to be the requirement for the first job step. 
For example, if the main storage requirement for job-step 2 exceeds that of job-step 1, it may be impossible to 
obtain the results of job-step 1, and this fact is not known until execution time for job-step 2. When this 
occurs, all remaining job steps are aborted. 


Additional main storage is required by job control in which the file control blocks, volume serial number list 
blocks, and extent request blocks are stored and retrievable until no longer required by the user program. Job 
contro! automatically allocates main storage space for this purpose beginning with the highest address of the 
job main storage area. Since the number of these blocks can be determined by the user from the structure of 
the control stream, it is important to consider this main storage requirement when approximating the total 
requirement for the job. Figure 2—3 illustrates the job initiation function for a tape operating system. 


Disc Systems (DOS) 


In a disc-oriented system, from one to five problem jobs can be executed concurrently depending on the 
options selected by the user at system generation time. In this operating environment, symbiont programs are 
considered as problem jobs, where a single symbiont job may control one or more symbiont functions. Since 
control streams are always filed on the system resident disc pack prior to their execution, job control scans the 
entire control stream at initiation time to determine the size of the main storage area suitable for running all 
job steps in the control stream. Therefore, prior to the execution of job-step 1, job control determines that 
there is sufficient main storage for the execution of all job steps. File control blocks, volume serial number list 
blocks, and extent request blocks are created and stored on the system resident disc pack. For this reason, it is 
not necessary to reserve main storage space for these items. Figure 2—4 illustrates the job initiation function in 
a disc operating system. 
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In systems up to 131K memory, preamble size = 512 bytes. 
In systems over 131K memory, preamble size = 1024 bytes. 


Figure 2—3. Job Initiation in a Tape Operating System 
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In systems up to 131K memory, preamble size = 512 bytes. 


In systems over 131K memory, preamble size = 1024 bytes. 


Figure 2—4, Job Initiation in a Disc Operating System 
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2.3.2. Job Continuation 


The job continuation function of job control is automatically called at the termination of each job step to provide 
any required inter-job-step processing. 


In both tape- and disc-oriented systems, normal job step termination results from the execution of either an EOJ or _ 
a DUMP macro instruction. When these macro instructions are issued by the problem program, system transient ent 
routines are called which, in turn, call and load job control into the minimum main storage partition of that job’s 
main storage area. Peripheral devices which have been assigned for the duration of the job remain allocated to the 
job; those devices which have been assigned only for the duration of the job step are automatically released to the 
system for possible reassignment to remaining job steps or other jobs. Job control then continues to process the 
control stream as specified by the user until the next job step is ready for execution. If all required peripheral 
devices are available, job contro! executes a FETCH macro instruction which results in the loading and execution of 
the next job step. 


During the time of inter-job-step processing, job control preserves the contents of all user-related storage fields 
within the problem job preamble. For example, the contents of the date field and the user communication region are 
preserved from one job step to the next. If a.problem program terminates.a job step without completely processing 
its data file (stored in the jab file), the remaining data statements are bypassed by. jab control inorder toceiiguete 
next-walid control. statement.for. processing Because job control operates within the job main storage area and is 
loaded by systems transient routines, no permanent resident main storage is required for its functions. 


2.4. JOB CONTROL PROCEDURES 


A function of job control, called the JPROC procedure processor, has been provided to the user for generating 
repetitive sequences of statements in a job stream upon the specification of a single procedure call statement. This 
function is stored in the module JPROC in the system procedure library. The use of JPROC procedures saves time 
and effort and reduces the risk of error in job stream preparation. 


The JPROC procedure processor expands the procedure call statement, according to the procedure definition, into a 
series of job control statements, which then become a portion of the control stream. The JPROC function also 
provides the ability to insert and/or change parameters in the generated control statements (such as volume serial 
numbers, file names, program names, etc.). Section 5 describes the use of job control procedures in detail. 


2.5. JOB TERMINATION 


The job termination function of job control is called as a result of either normal or abnormal termination. These are 
explained in the following paragraphs. All terminations result in the deallocation of all system resources (such as 
peripheral devices, main storage, and disc scratch area) previously allocated to the job. Any remaining data images or 
control statements in the control stream are bypassed. 


a Normal Terminations 


Normal job terminations are those which are initiated by the program, contro! stream, or system operator. 
These terminations are generally caused by the execution of either an end-of-job UR) statement or a RUN 
control statement. The end-of-job statement causes the termination of a job, whereas the RUN control 
statement causes the termination of the job and the immediate initiation of another job. Jobs can also be 
terminated by a CANCEL or STOP operator command, CANCEL macro instruction, or CANCEL control 
statement. Jobs terminated by a CANCEL macro instruction, control statement, or operator command causes 
immediate cessation of the problem program and the termination of the job. The STOP operator command is 
used to terminate a job between job steps. (In order to be effective, the operator must precede the STOP 
command with a PAUSE command. The purpose of the PAUSE command is to indicate to the operating 

‘ system that the job step currently in execution should be allowed to terminate normally and that execution of 
the next job step is to be postponed until the operator responds with either a READY or STOP operator 
command.) 


~) 
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When the STOP operator command is issued, job control terminates the job before executing any control 
statements associated with the next job step in the contro! stream. This permits an orderly restart of the job 
without requiring a program checkpoint procedure. Jobs terminated by the STOP operator command are 
normally referred to as suspended jobs. 


Abnormal Terminations 


termination. No main storage printout is provided when control stream errors occur... 
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3. RESOURCE MANAGEMENT 


3.1. GENERAL 


The resource management functions of job control provide the allocation of system facilities to the one or more 
requesting jobs and deallocation of these facilities to the system for subsequent re-use. Resources managed by these 
functions of job control include main storage, auxiliary storage, and the peripheral devices. 


This section is provided to assist the user in determining the total amount of storage space required by the job, what 
devices must be online or available, the priority of the jobs to be run, what optional software features are needed, 
and in extending the definition of the files and their labels. This section also contains a detailed description of the 
control block file and its contents. 


3.2. STORAGE ALLOCATION 


The allocation of main storage to a job is a function of job control. The amount of main storage space which remains 
after the supervisor has been loaded is available for user jobs™ or job control functions. As jobs are loaded and 
executed, the size of this available space varies and becomes fragmented. (The starting address of the first available 
space is stored in the system information block (S!B); a link address is maintained in each of the remaining 
unallocated spaces.) Job control assigns a portion of the main storage area to the job as it is initiated. As job 
execution concludes, the area occupied by the job is released back to the system and becomes available for a 
subsequent job. 


NOTE: 


For UNIVAC OS/A4 Operating System (OS/4) used with the UNIVAC 9700 System, all storage allocation is on 
2048-byte boundaries. 


The portion of main storage assigned to a job consists of the minimum main storage partition plus any additional 
storage required as calculated by Job Limits Processing (3.2.6). The minimum main storage partition is that amount 
of storage necessary for job control functions plus the job preamble. This size is 8192 bytes in systems with up to 
131K main storage capacity and 8704 bytes in systems with greater than 131K main storage capacity. 


When a job is initiated, the first portion of the job control transient routine is loaded and executed. This routine 
analyzes the amount of available space, selects the largest space adequate to contain the job, and allocates this space 
to the job. If the available space is not adequate, the job is aborted and the operator is notified of the fact. Any 
space not required by the job is considered to be available for another job. The remainder of job control is loaded 
into the allocated space after a test has been made to ensure that 8K or 9K bytes of contiguous space (depending 
upon system main storage size) are available. Job control continues to process the control stream until it transfers 
control to the job. The job is read in, overlaying job control, and then is executed. For a multistep job, the steps are 
sequentially loaded and executed. 


*User jobs also include such programs as assemblers, compilers, and language processors. 
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Job control performs separate and different analyses of the storage allocation requirements of tape-oriented systems 
and disc-oriented systems. The fundamental differences are explained in the following paragraphs. 


a Tape Systems (TOS) 


In a tape-oriented system where only one main job is executed at a time, all of main storage is available except 
that which is required for the supervisor and the control block file (3.4). However, if one or more symbionts 
are included in the program mix (multiprogramming), the amount of available storage decreases by the amount 
of space required by the symbionts. Similarly, in a tape-oriented system that also supports disc data files, the 
amount of storage decreases by the amount of space required by the extent tables and control block file. 


The control stream is read from the system input device and may or may not be filed. As a result, the control 
stream cannot be prescanned to determine storage requirements nor can several control streams be accessible 
during the same time period as can be done in a disc-oriented system. Thus, a tape-oriented system is 
unsuitable for multijobbing as only one control stream can be active at a time. When symbiont processing is 
required, the symbionts are loaded prior to the main job and they may not attempt to access their control 
stream during main job processing. If symbiont processing is completed before main job processing is 
completed, main storage space occupied by the symbiont is not returned to the system until main job 
processing is completed. 


NOTE: 


For OS/4 used with the UNIVAC 9700 System, refer only to the disc operating system information. The tape 
operating system does not apply to OS/A4. 


] Disc Systems (DOS) 


In a disc-oriented system, the minimum storage requirement of 8K bytes must include the job preamble and 
the extent tables, in addition to the load modules produced by the linkage editor or the assembler. In a 
multijob environment, each job is assigned individua! storage based on the size of the largest job step and its 
associated disc extent requirements. 


Job control scans the control stream for the specified job. During this scan, each available program within the 
job is located, and the length of the longest first load module is determined. If extent requirements are 
specified, the area required for the extent tables is calculated. The sum of these requirements, plus any 
additional space requests, are compared with the amount of available space. If there is insufficient space in 
which to execute the job, the user must either wait until the job can be executed or terminate other jobs to 
make sufficient storage space available. 


When a job is terminated, the next job to be executed may or may not receive this space; this depends on the 
manner in which the other jobs in the multijob environment have been allocated storage and the size of each 
job. ; 
The minimum amount of storage that can be allocated to a job is 8K bytes. Although a job submitted by a user may 
be less than 8K bytes in length, job control allocates 8K bytes of storage space to that job. This is due to the fact 
that job control operates in the same area as the user job after a control statement has requested a job control 
function. 


During the process of allocating main storage to a job, job control assigns the job boundaries and sets the necessary 
addresses in the job preamble. These addresses are as follows: P1, the end of the extent table area; P2, the beginning 
of either the !/O protect area (if present) or the phase area; P3, the end of the phase area; and P4, the last main 
storage location the job can reference. Diagrams of the division of main storage allocated to a job in a tape-oriented 
system and in a disc-oriented system are shown in Figure 3—1. A description of each of these divisions is given in the 


following subsections. cee 
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Required in a tape-oriented system using disc data files. If not required, then Pt contains the ending address of the preamble. 
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In a tape-oriented system, P4 is the highest main storage address. 


Figure 3—1. Storage Allocation for a Job 
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3.2.1. Job Preamble 


A job preamble is generated by job control for each job to be executed in the system. A job preamble requires 512 
bytes in the low order area of the job main storage area and contains environmental and control information about 
the job. The 512-byte area of the preamble must be included when estimating the size of the total storage 
requirement for the job. The contents of a preamble are discussed in detail in UN/VAC 9400 System Supervisor 
Programmer Reference, UP-7689 (current version). 


At job initiation, a job control transient routine constructs the preamble for the job and then loads the root segment 
of job control into the available space following the preamble. Job control analyzes the control stream and stores 
additional information pertinent to the job in the preamble. Thus, when the first step of the job is loaded, the 
information in the preamble reflects the conditions required by this job step. 


When the execution of a job step is completed, job control is recalled to process subsequent control statements in 
the control stream. Job control determines whether the next job step to be executed requires any changes to the 
preamble. If so, such changes are made before the execution of the next job step. 

NOTE: 

The job preamble requirement given throughout this section does not apply for OS/4 used with the UNIVAC 9700 


System, in which a job preamble requires 2048 bytes. 


3.2.2. Extent Table Area 


Files are defined on direct access storage devices in terms of extents. An extent is space on the volume reserved for a 
file and is made up of contiguous tracks. Therefore, files may consist of from one extent up to a maximum of 16 
extents for each volume in a file. Files may be stored in any available area on the disc pack. 


Job control generates the extent entries and determines the amount of main storage space required to contain these 
extent entries. This amount of space is included in the minimum storage allocation for the job. Data management 
maintains the index for each extent. This index resides in main storage during the execution of the job. 
Since the amount of storage varies widely between jobs, job control dynamically allocates the space based on 
parameters in the statements in the control stream for the job. The user must specify the total number of extents 
required for the file for which main storage must be allocated. (See the LFD statement in Section 4 for an 
explanation of the required parameters.) The formulas for computing the amount of space required for the extent 
table area are: 
Sequential Files 

10n=S 
Direct Access Files 

16+ 10n+10v=S 
Direct Access Files (Relative Addressing) 

48+12n+ 10v=S 


Indexed Sequential Files 


12n=S 


3-4 
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where: 
n = number of extents in the file. 
v = number of online volumes. 
Ss = number of bytes required for the extent table area, rounded to the next highest double word. 


Job control places the address of the last byte of the extent table area in the field defined by JP$PAD in the 
preamble. If there are no extent tables, JP$PAD is set to the address of the last byte in the preamble. The address of 
the first entry in the extent table for each file is stored in the field defined by JF$EBA in the file control block for 
that file. 


3.2.3. 1/O Protect Area 


An optional hardware feature provides storage protection. When this feature is installed and is selected at supervisor 
generation time, the problem program is prevented from writing in all parts of main storage except the phase area 
and the min/max area allocated to the job being executed. The linkage editor then places in this protected area of 
storage Certain critical portions of DTF macro instructions specified within a load module. For a multiphase load 
module, the longest !/O protect area for a phase determines the length of the area. 


The 1/O protect area starts immediately following the extent table area, or it follows the job preamble if there are no 
extents. The starting address of the I/O protect area is stored in the field defined by JPSPAD+4 in the preamble. The 
linkage editor establishes this address so that the area ends at a 512-byte boundary. Although this area is protected, 
it is considered to be a part of the phase area. 


3.2.4. Phase Area 


The phase area contains the load modules as constructed by the linkage editor or the assembler. Job control 
determines the required length of this area. In a tape-oriented system, the length of the phase area is equal to the 
length of the current phase. In a disc-oriented system, the length of the phase area is equal to the length of the 
longest load module in the job. If the user requests both a minimum and a maximum number of bytes to be 
allocated to a job, the end of the job main storage area is considered to be the end of the phase area. 


The phase area starts and ends on 512-byte boundaries. The ending address is stored in the field defined by 
JP$PAD+8 in the preamble. 


3.2.5. Min/Max Area 


The user may change the size of a job main storage area by specifying through the control streami the minimum 
and/or maximum number of bytes required for the job. Job control then dynamically allocates the requested space 
at job initiation time in multiples of 512 bytes. If the space is available, job control allocates the maximum number 
of bytes. Otherwise, job control allocates the minimum number of bytes or any amount that is available between the 
minimum and maximum requirements. If the user specifies a minimum number of bytes that is in excess of the 
amount of space available, the job is aborted. The minimum number of bytes which can be allocated to a job by job 
control is 8K bytes. 


The address of the last byte in the min/max area is placed in a field defined by JPSPAD+12 in the preamable. 
NOTE: 


The minimum storage requirement for a job given throughout this section does not apply for OS/4 used with the 
UNIVAC 9700 System, in which the minimum job partition is 10,000 bytes. 
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3.2.6. Job Limits Processing 


Job limits processing has been implemented to provide the automatic computation of main storage requirements at 
job initiation time. A description of job limits processing follows: 


RUN command — The initial main storage partition for a job is allocated by the RUN command transient 


before job control is initiated on behalf of the job. 


JOB statement — The determination of main storage requirements is made when the JOB statement is 


processed. The job stream will be scanned regardless of presence or lack of main storage 
parameters on the JOB statement. The alternate load libraries and module complex library 
(MCL) will be bypassed when the stream is scanned. However, when executing from libraries 
stated above, to ensure having sufficient main storage to run a MIN parameter large enough 
to contain the program, preamble, and extent tables, rounded up to the next module 
boundary is necessary. If MAX is specified, additional available main storage is added to the 
defined or computed MIN valve until the MAX vatue is satisfied. 


ALL cases — Note that main storage is not released by job limits processing. If a partition larger than the 


MIN/MAX parameters is allocated as a result of RUN command (statement) request, the 
larger partition will remain allocated for the entire job. All specification rules still apply. 


3.2.6.1. Main Storage Allocation Using Job Control Statements 


The RUN statement or RUN operator command and the JOB statement are used for allocation of main storage. The 
following compares main storage allocation on the RUN statement with main storage allocation on the JOB 
statement: 


Main Storage Not Specified on RUN Command/Statement and Not Specified on JOB Statement 


!f a RUN command/statement is encountered without parameters for allocation of main storage, a minimum 
main storage partition is allocated on a temporary basis to the job. Then the control stream is scanned. The 
libraries specified on the EXEC statements are queried for program names specified, and the largest phase 
length is saved until the entire stream has been scanned. Upon completion of the scan, additional main storage, 
up to the length of the largest phase is allocated, if required. However, because of the size requirement of job 
control, if the job does not require a minimum main storage partition, the minimum partition allocated 
originally remains allocated for the job. 


Main Storage Specified on RUN Command/Statement and Not Specified on JOB Statement 


If a RUN command/statement is issued with parameters for allocation of main storage, that amount of main 
storage is allocated on a temporary basis to the job. Then, the control stream is scanned. The libraries specified 
on the EXEC statements are queried for program names specified and the largest phase length is saved until the 
entire stream has been scanned. Upon completion of the scan, additional main storage, up to the length of the 
largest phase, is allocated if required. However, if the job does not require more main storage than that 
specified on the RUN command/statement, the job is run with the amount of main storage originally allocated 
on the RUN statement. 


Main Storage Specified on RUN Command/Statement and Specified on JOB Statement 


If a‘RUN command/statement is encountered with parameters for allocation of main storage, that amount of 
main storage is allocated on a temporary basis to the job. Then if the JOB statement contains a storage 
allocation parameter, a check is made to see if the main storage request on the JOB statement is greater than 
the request on the RUN command/statement. If the JOB statement request is greater, additional main storage 
will be allocated to fill the request. If it is not greater, the amount allocated on the RUN command remains 
allocated for the duration of the job. In addition, the job stream is scanned and the largest of the following 
three values, RUN main storage, MIN main storage, or computed main storage is allocated. 
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a Main Storage Not Allocated on RUN Command and Allocated on JOB Statement 


If a RUN command is issued without parameters for allocation of main storage, a minimum main storage 
partition is allocated on a temporary basis to the job. Then, if the JOB statement contains a main storage 
parameter, a check is made to see if the JOB request is greater than the minimum partition. The stream is then 
scanned and the larger of the two is saved. If the request is greater than the minimum partition, the additional 
main storage is allocated. If it is not greater, the minimum partition remains allocated for the duration of the 
job. 


3.2.6.2. Attempting to Execute From Library 


When attempting to execute a program from the module complex library or from libraries that do not contain 
programs at the beginning of the job, a large enough MIN parameter must be specified to accommodate any program 
that does not exist in the library at scan time. Examples of such a situation would include programs executed from 
MCL, programs moved into libraries, programs loaded from alternate devices, or programs executed from the 
absolute execution area. 


3.2.6.3. Job Limits Processing Examples 

In the following examples all sizes are hexidecimal notation. 
RUN JOB,,GO,A000 

// JOB NAME,,,5800 


Example — When the RUN command is processed, AQOO bytes are allocated. When the JOB statement is 

a processed and the parameter is checked, if the amount of main storage allocated is already large 
enough to contain the amount requested on the JOB statement, the job stream is then scanned to 
further check if sufficient main storage has been allocated. If additional space is not required, 
A000 bytes remain the main storage allocation for that job. 


RUN JOB,,GO,5800 
// JOB NAME,,,A000 


Example — When the RUN command is processed, 5800 bytes are allocated. The JOB statement is then read 

——=3 and checked for a main storage parameter. The parameter found is checked against main storage 
that has been allocated. It sees that an additional 4800 bytes are needed and goes to allocate them. 
The stream is then scanned to see if additional space is required. If not, AOOO is allocated for the 
duration of the job. 


RUN JOB,,GO 
// JOB NAME,,,5800 


Example — When the RUN command is processed and found not to contain a main storage parameter a 

_ minimum main storage partition is allocated. The JOB statement is then read and scanned for a 
main storage parameter. On finding the parameter, it is checked against main storage allocated. An 
additional 3400 bytes are requested and it goes to allocate same. The stream is then scanned to see 
if additional space is required. If not, 5800 is allocated for the duration of the job. 
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Since neither the RUN command nor JOB statement contains a main storage parameter, at the 
time the RUN command is processed, a minimum main storage partition is allocated. The job 
stream is then scanned through its entirety and the libraries and program phase headers checked 
for the largest storage allocation stated in the load module length. If there is only one EXEC 
statement, the storage allocated is taken from that phase header and checked against main storage 
that is already allocated and if it is sufficient, then that amount is allocated for the JOB’s duration. 
If not, the additional requirement is allocated. 


RUN JOB,,GO,A000 


// JOB NAME 


Example — 


When the RUN command is processed, AOOO bytes are allocated. For example, after the JOB 
statement was scanned and no parameter was found, the job stream was scanned and the largest 
phase that was found had only a size of 5000 bytes. Job limits would then check this size against 
main storage already allocated, being that A000 was allocated by way of the RUN command and 
5000 was the size found in the phase header. A000 will remain allocated for the duration of the 
job. 


RUN JOB,,GO,5000 


// JOB NAME 


Example — 


When the RUN command is processed, 5000 bytes are allocated to the job. Upon scanning the 
JOB statement and finding no main storage parameter, it scans the job stream and for example, the 
size it found in the phase header was AQOO, it checks this against main storage that is already 
allocated, finding it needs an additional 5000 bytes and then goes to allocate same. Therefore, 
A000 bytes will be allocated for the duration of the job. 


The following examples are of special cases: 


RUN JOB,,GO,A000 


// JOB NAME 


// EXEC DASM,LOADS$LIB,,REL 


// EXEC DLINK,LOAD$LIB,,REL 


// EXEC PGM,MCL,,REL 


/& 
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This this particular type of stream is introduced without min, max parameters on the JOB statement, the size AO0O 
will be allocated unless DASM4 or DLINK require more than AQOO. MCL is not queried and is bypassed. 


RUN JOB,,GO,A000 


// JOB NAME 


/1 EXEC DASM 


// EXEC DLINK 


// EXEC LIBUPS 


/{ EXEC PGM, USRSLIB,,REL 


In this case, in the event that the program that is going to be executed from USR$LIB is not present in the 
USR$LIB when the job stream is scanned, the same would occur as stated in the previous example. 


RUN JOB,,GO,A000 


// JOB NAME 


// EXEC PGM,,LOAD,REL 


In this case job limits will not abort the job. The load module size will be considered as the minimum partition size 
for main storage computation. When the program is executed, load errors may result if the program requires more 
storage than was specified on the RUN command or JOB statement. 


3.3. DEVICE ASSIGNMENT 


The job control language permits the user greater flexibility in assigning the devices required to execute a job. The 
various peripheral devices available at an installation are assigned to a job based on information*specified in the 
control stream entered at job execution time. The user may request a device to be assigned to a job by specifying the 
logical unit name or number, a particular device type, or the device identification. In addition to specifying which 
device is to be assigned, the user may specify the duration of the assignment, and the qualifying factors of the 
assignment. 
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The user must supply some or all of the following information in the control stream: 


Logical Unit Designator — The user may designate either a logical unit name or number at system generation 
time to assign a device. 


Volume Serial Number (VSN) — The user may request a device by specifying a particular volume. If the 
volume is mounted, the device is assigned to the job; if the volume is not mounted, job control determines 
whether the device can be assigned. 


Device Type and Identification — At system generation time, device type codes are associated with logical unit 
numbers; this association may be temporarily changed at job execution time. A unique 3-character device 
identification is assigned to each device at system generation time and may be referenced at job execution time 
for special device assignment. 


Duration of Device Assignment — At job execution time, the user may specify whether a device is to be 
assigned for the duration of the entire job or on a job step basis. 


System Devices — At system generation time or through operator commands at the system console, the user 
may assign certain devices that are available to all jobs executed in the system. 


Shareable Devices/Volumes — Devices or volumes may be assigned to more than one job at a time if the user so 
specifies. 


Alternate Devices — The user may assign two devices of the same type to a file within a job even though only 
one device is online at a time. 


Device Type Substitution — The user may specify the various devices which can be used as substitutions for an 
unavailable basic device. 


Optional Devices — The user may specify that the assignment of a particular device is optional to the 
execution of a job. 


File Characteristics — The user may extend the file definition and specify the type of file organization at job 
execution time. 


Job control assigns devices as specified by the user through the DVC, VOL, EXT, LBL, and LFD statements. Due to 
timing considerations, these statements should be grouped in the order shown into device assignment sets where the 
number of these sets varies according to the job. At least one DVC and one LFD statement are required to assign a 
device. 


A brief explanation of the logic to be used by the user in specifying the assignment of devices through parameters in 
the control stream is given in the following paragraphs. The basic logic used by job control in assigning devices to a 
job is shown in Figure 3—2. The detailed logic is given in Appendix A. . 
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3.3.1. Logical Unit Designator 


A device may be designated by either a logical unit number or a logical unit name. Logical unit numbers are decimal Ne 


numbers in the range 000 through 255. The logical unit names may be IPT, LOG, LST, PCH, RDR, or RES. 


At system generation time the user equates the logical unit numbers to given device types according to the user 
installation. If a different device assignment is required, the user can temporarily change the logical unit number. 
When assigning logical unit numbers, the user should keep the range of numbers as compact as possible in order that 
the number of blocks in the logical unit table be kept to a minimum, thus conserving space in the supervisor and 
adding to the efficiency of job control. The logical unit number is used to access an entry in the job logical unit 
table. The device type code is retrieved from this entry and is used to assign the requested device. (Device type codes 
are listed under the explanation of the EQU statement in Section 4.) 


Logical unit names may not be equated to a given device type. They are specified at system generation time or 
through the system console. Each name represents a unique entry in the SIB and each entry contains the PUB 
address of the device. These device names are: 


a IPT — identifies the peripheral device as the system primary input device for reading contro! 
streams. 

a LOG — identifies the peripheral device as the system logging device. This is usually the system 
console. 

a LST -- identifies the peripheral device as the system listing device. This can be a line printer, 


magnetic tape unit, or disc drive. 
a PCH — identifies the peripheral device as the system card punch. 


a RDR — identifies the peripheral device as the system reader. This can be a card reader, magnetic 
tape unit, or disc drive. 


a RES — identifies the peripheral device as the system resident device. This can be either a magnetic 
tape unit or disc drive. 


It is possible to have more than one file name associated with a device by specifying the same logical unit number in 
more than one device assignment set, thus specifying a multifile volume. 


A device can be respecified by repeating the logical unit number in two or more steps of the control stream and 
changing either the volume serial number and/or the file name on the LFD statement. If the volume serial number is 
not subsequently respecified, the original volume serial number remains in force. A new volume serial number may 
not be specified if the device and volume are shared with another job. 


3.3.2. Volume Serial Number 


All disc packs and magnetic tape reels, including scratch tapes, should have an assigned volume serial number. Each 
volume serial number must be six alphanumeric characters in length. If fewer than six characters are specified by the 
user, the characters are right-justified in the field, and leading zeros are added by job control. 


In single volume files or in direct access files where only one volume is mounted on a single device at a time, the 
volume serial number of the mounted volume is stored in the PUB and in the FCB. In multivolume online direct 
access files, the volume serial numbers are stored in the PUB. No volume serial number list block (VSNLB) is 
constructed. In multivolume sequential files, the first volume serial number is stored in the PUB; all volume serial 


numbers, including the first, are then stored in the VSNLB. The search key to the VSNLB is contained in the file aed 


control block. 


\ 
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1f an extent request block (ERB) is associated with the volume serial number, the sequence number of the block is 
appended to the volume serial number as a seventh character when job control places the volume serial number in 
the control block. 


Volume serial numbers (VSN) are submitted to the system as parameters on the VOL statement (Section 4). 
Duplicate disc VSNs are not allowed except when SCRTCH is specified for the VSN. 


3.3.3. Device Type and Identification 


The device type code is usually specified at system generation time. However, the device type code can be 
temporarily changed at job execution time through the use of the EQU statement. This selection is in effect only 
during the execution of a particular job, or it may be reset to the original value during job execution by the RESET 
statement. The available device type codes are listed under the EQU statement in Section 4. 


Device identification may be specified at job execution time by a parameter in the DVC statement. The device 
specified must not be an alternate device and the logical unit number must be associated with the correct device 
type. 


The device identification feature is included in job control primarily for online maintenance routines and is not 
intended for general use by programmers. 


See Section 4 for a description of the DVC, EQU, and RESET statements. 


3.3.4. Duration of Device Assignment 


The job control language allows the user to assign a device for the duration of a job or on a job step basis only and 
also to release the device upon completion of the job or job step. Devices are considered to be assigned for the 
duration of the job unless the user specifies through a parameter supplied at job execution time that the device is to 
be assigned on a job step basis only. 


Devices assigned on a job basis are released at job termination unless the user supplies a statement in the control 
stream to release the device during job execution. 


Devices assigned on a job step basis are released automatically through the job continuation function of job control 
or during job step execution when the user issues a macro instruction in the problem program. See UN/VAC 9400 
System Supervisor Programmer Reference, UP-7689 (current version) for an explanation of the FREE macro 
instruction. 


3.3.5. System Devices 


The devices that are to be assigned to the system are specified at system generation time or through operator 
commands at the system console. These devices may be the system resident device, the system reader, the system 
primary input device, the system logging device, the system card punch, and the system listing device. 


System devices are considered to be shareable and assigned to all jobs. When a system device is to be assigned by 
logica! unit number, the user must specify a volume serial number that is the same as the volume serial number in the 
physica! unit block (PUB). Otherwise, the device is not assigned. If a device is allocated by logical unit name and no 
volume serial number is specified, the device is assigned without regard to volume serial number. If a blank volume 
seria} number is in the PUB, then a blank volume serial number must be used, as in the case of the console or the 
card reader. 
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3.3.6. Shareable Devices/Volumes 


Shareable devices or volumes are those which may be assigned to more than one job at a time. In order for a device 
to be designated as shared, the operator must key in a SET 10 operator command at the system console. The most 
commonly used shareable device is the UNIVAC 8411 or 8414 Disc Subsystem. Before a volume can be shared, the 
user must identify it by volume serial number in the control stream and must specify that the device is shareable. 


Any device may be designated as shared. A shareable device may not be specified as an alternate device. The volume 
serial number in the PUB must be the same for both jobs. 


3.3.7. Alternate Devices 


The user may wish to assign another device of the same type which can be used as an alternate during job execution. 
Assigning alternate devices gives the user the opportunity of having two devices assigned to a file within a job even 
though only one device can be online at a time. This facility is most frequently used during the processing and 
handling of sequential files. Alternate devices are specified by the user through parameters supplied at job execution 
time. The device assigned as an alternate is the same type as the basic device and cannot be a shareable device. 


If the basic device is not assigned, the alternate device cannot be assigned. If the basic device is assigned but the 
alternate device cannot be assigned, the user receives an indication that the alternate device was not assigned. 


If both the basic device and the alternate device are assigned, the address of the PUB for the alternate device is 
placed in the field defined by IP$ALT in the PUB for the basic device, while the address of the PUB for the basic 
device is placed in the field defined by IPSALT in the PUB for the alternate device. 


The alternate device is placed online when the user issues a SWAP macro instruction in the problem program. See 


UNIVAC 9400 System Supervisor Programmer Reference, UP-7689 (current version) for an explanation of the So 


SWAP macro instruction. 


3.3.8. Device Type Substitution 


Logical unit numbers are associated with specific device types. At times this may be too restrictive for the user 
whose installation has a mixture of similar types of devices. The user may wish to assign either a tape or a disc, but 
the specific type is not important to the execution of the job. At system generation time the user can establish 
within the resident supervisor a table of device type substitutions which job control can check if the basic device 
cannot be assigned. The table is located directly following the logical unit table (LUT). 


Device type substitution is indicated by positional parameter 2 of the DVC statement. This parameter is an 
alphabetic character (A through Z) which has a corresponding entry in the table. Up to 26 device type substitution 
entries can be submitted by the user. The alphabetic character identifying the entry is used by job control to assign a 
device as a substitution for an unavailable basic device. In addition to the identifier, each entry in the table contains, 
in hexadecimal, the one or more device type substitutions as determined and specified by the user. The table entry is 
terminated by a device type of 00 (hexadecimal). The table is terminated by an entry of FF (hexadecimal). One of 
the device type substitutions listed in the table is selected if the active device type cannot be found in the job logical 
unit table. 


An example of the relationship between positional parameter 2 of a DVC statement and the corresponding entry in 
the device type substitution table is given in Appendix D. 
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3.3.9. Optional Devices 


Requested devices are considered to be prerequisite to the execution of the job unless specified by the user as 
optional in the control stream. If the device is specified as being optional and is available, the device is assigned. If 
the device is specified as being optional to the running of a job and the device is not available, an indication is given 
in the FCB that the request is not filled. The field defined by JF$PUB (the address of the associated PUB) is set to 
binary 0's. 


3.3.10. File Characteristics 


The user must specify the type of file organization and whether the file is a new disc file. A file may be organized for 
direct access, direct access relative, sequential, or indexed sequential processing. 


When a new disc file is required by a problem program, the user specifies a parameter in an LFD statement in the 
control stream at job execution time. A VOL statement and at least one EXT statement must also be included in the 
same device assignment set (Section 4). 


If a problem program requires an ASCII file or if mismatch errors on a printer file are to be ignored, the appropriate 
parameters must be specified in an LFD statement at job execution time. 


3.4. CONTROL BLOCK FILE 


During job initiation, job contro! establishes a file which contains the various control blocks for the job. This file 
may be updated during the execution of the job as well as between job steps. The control block file consists of the 
following: 


a Job Logical Unit Table — contains a copy of the master logical unit table adjusted to represent the current 
control stream. 


a File Control! Blocks (FCB) — contain the device assignments, tape or disc label information, and the search key 
for the volume serial number list block. 


a Volume Serial Number List Blocks (VSNLB) — contain the volume serial numbers associated with the file. 


a Extent Request Blocks (ERB) — contain the disc space information associated with a volume. 


In a tape-oriented system, the logical unit table is located in the system information block (S!B) and is therefore not 
a part of the actual control block file; all other blocks are stored in high order main storage allocated to the job main 
storage area. In a disc-oriented system, the master logical unit table is in the SIB; the job logical unit table and the 
other control blocks pertaining to a particular job are written in the job control block file area of the system resident 
disc pack. 


Each block in the control block file, except the logical unit table, is linked to every other block. An entry in the job 
preamble contains the starting address of the control block file. Search keys for the volume serial number list block 
and the extent request block are stored in the file control block. The starting address of the file control block and 
the extent request block sequence number are stored in the volume serial number list block. The starting address of 
the file control block and the associated volume serial number are stored in the extent request block. An example of 
this linkage is illustrated in Figure 3—3. 


The various blocks forming the control block file and the contents of the fields within the blocks are described in 
the following paragraphs. 


3-15 


7793 Rev. 1 
UP-NUMBER 


UNIVAC OS/4 SYSTEM 


PAGE REVISION 


SEQUENTIAL FILES (Tape or Disc) 


// DVC logical-unit-number 


// NOL vol-01, vol-02 ,..., vol-08 
// LBL file-id, vol-seq-no,... 


// LFD FILEA, SQ 
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Figure 3--3. Examples of Control Block File Linkage (Part 1 of 2) 
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DIRECT ACCESS FILES (Multivolume online) 
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Figure 3-3. Examples of Control Block File Linkage (Part 2 of 2) 
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3.4.1. Logical Unit Table 


The logical unit table is specified by the user and is generated at system generation time. The master logical unit 
table is a part of the SIB. In a tape-oriented system, this is the only logical unit table necessary. In a disc-oriented 
system with multijobs, a logical unit table is required for each job in the system in addition to a master logical unit 
table. At the beginning of a job, the job logical unit table is copied from the master logical unit table and is 
destroyed at the end of that job. A job logical unit table may be changed or updated between job steps. The master 
logical unit table cannot be altered. 


The job logical unit table in a disc-oriented system consists of an 8-byte search key and up to 30 full-word entries. 
Each entry in the table corresponds to a logical unit number associated with a device of a specific type. The first 
byte in the entry contains the active device type code. The second byte contains the standard device type code 
which is assigned at system generation time. The third and fourth bytes of the entry contain the PUB address for the 
device assigned on a job basis to this logical unit number. No PUB address is present for a device assigned on a job 
step basis. 


In a disc-oriented system, each entry in the master logical unit table consists of one byte which contains the device 
type code for each logical unit required by the system. 


An explanation of the method of assigning logical unit designators is given in 3.3.1. 


Job control must assign a device for each input or output file. The logical unit number associated with a given device 
is specified by the user as a parameter in the DVC statement. Job control uses the logical unit number as a 
displacement value to obtain the associated device type entry in the job logical unit table. The device type entry is 
used as a search key to locate in the PUB table the first unassigned device of the same type. Job control then assigns 
this device to the appropriate file and places the PUB address in the job logical unit table, as well as in the file 
control block. 


The assignment of a device type to a logical unit number may be changed by means of the EQU statement. Any 
device type that has been changed by an EQU statement may be reset to the original (system generation) value by 
means of the RESET statement. 


When assigning a device to a job and if the PUB address entry in the job logical unit table is blank, job control 
searches the PUB table for a volume serial number of a device that is the same type as that specified in the job logical 
unit table. The device may then be assigned, and the PUB address of that volume serial number is placed in the job 
logical unit table. 


Fields within each block are identified by standard system labels. These labels are a maximum of eight characters 
and are expressed in the form JU$xxxxx, where the characters JU$ identify logical unit table labels and the 
characters xxxxx identify fields within the block. Field labels and a brief description of their contents are provided 
in Table 3—1. 
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Table 3—1. Logical Unit Table Standard Labels 


Field 

(Bytes) 
Search key in the form JU$LTx, where x 
is the block number (0 through 8). 


Roa 
Counter JUSNE Number of entries in this block (1 through 30). 


Device type JUSFE | 120 | First entry in this block. 
JUSFE+1 Reset device type code assigned at system 
generation time. 
JUSFE+2 PUB address for the device assigned to this 
logical unit number. 
















Classification 






JU$FE+4 Second entry in this block in the format 
previously described. 


JUSFE+8 Third entry in this block in the format 
previously described. 









Thirtieth entry in this block in the format 
previously described. 


JUSFE+116 





3.4.2. File Control Blocks 


The file control blocks contain file and device information compiled by job control when the control stream is 
evaluated. In a tape-oriented system, the file control blocks are stored in high order main storage and are built from 
the end of the assigned job main storage area backwards. In a disc-oriented system, job control acquires space in the 
system temporary storage pool and constructs the file control block in this area. 


In either system, a file control block is constructed for each file of the job. The block has a 1- to 8-byte search key 
which is the file name as specified in the LFD statement. Unless otherwise specified, addresses in the file control 
block are expressed in binary and are absolute. 


Fields within a file control block are identified by standard system labels. These labels are a maximum of eight 
characters and are expressed in the form JF$xxxxx, while the characters JF$ identify file control block labels and 
the characters xxxxx identify fields within the block. Field labels and a brief description of their contents are 
provided in Table 3—2. 
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Table 3—2, File Control Block Standard Labels {Part 1 of 3) 


B. Field 
Classification Label oundary Length 
Alignment (Bytes) 


PUB addresses JF$SPUB Full word 
and volume 


JF$PUB+4 
JFSPUB+6 


Label Description 


PUB entry 1 


serial number JFS$PUB+2 PUB entry 2 


PUB entry 3 


PUB entry 4 


Direct Access, Direct Access Relative, and !ndexed Sequential! Files Only 


JFSPUB+8 PUB entry 5 


JFSPUB+10 PUB entry 6 


JF$PUB+12 PUB entry 7 
JFSPUB+14 PUB entry 8 


Sequential Files Only 


JFSVSN Full word - 

JF$SVSN+0 Full word The constant JV$. 

JFSVSN+3 A sequence number (0 through 9) identifying 
the block within the file. 


JFSVSN+4 


Volume JF$SVCK Full word 
counters 
and flags 

JF$VCF+1 


Bit 0,1 
Bit 1,1 
Bit 2,1 
Bit 3,1 
Bit 4,1 
Bit 5,1 
Bit 6, 1 
Bit 7,1 


If one VSN exists per 

file, a 6-byte VSN is 

stored left-justified in the 8-byte 
field. (Remaining two bytes are reserved.) 


If more than one VSN 

exists per file, an 8-byte VSNLB 
search key (JV$snnnn) is stored in the 
field. The field is subdivided as 
follows: 


A random file number in EBCDIC (nnnn) 
identifying the block within the job. 


Number of VSNs, or maximum number of 
lines per page when CO-OP forms loop 


is specified. 


Scratch volume indicators: 


scratch volume in PUB 1 
scratch volume in PUB 2 


= scratch volume in PUB 3 
= scratch volume in PUB 4 


scratch volume in PUB 5 
scratch volume in PUB 6 
scratch volume in PUB 7 
scratch volume in PUB 8 





*For printer files only. Indicates mismatch errors should be ignored by data management. 
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Table 3 2. Table 3—2. File Control Block Standard Labels (Part 2 of 3) 


Bounda age 
Classification 3 dd Length Label Description 
Alignment 
(Bytes) 
7 


JFSVCF+2 Flags: 

Bit 0, 1 = block count option specified 
Bit 1, 1 = optional device is not found 

Bit 2, 1 = file is new* 

Bit 3, 1 = ASCII file 
Bit 4, 1 = direct access relative file 

organization 
Bit 5, 1 = index sequential file 2 

organization 
Bit 6, 1 = sequential file organization 
Bit 7, 1 = direct access file organization 
aaa 


Extent flags: 


Bit 0, 1 = extent request block for PUB 1 
Bit 1, 1 = extent request block for PUB 2 
Bit 2, 1 = extent request block for PUB 3 
Bit 3, 1 = extent request block for PUB 4 
Bit 4, 1 = extent request block for PUB 5 
Bit 5, 1 = extent request block for PUB 6 
Bit 6, 1 = extent request block for PUB 7 
Bit 7, 1 = extent request block for PUB 8 


Number of double words of extent storage 
in binary. 


, Extent block JFSEBA 
NS descriptor 
JFSEBA+1 


Tape file header None 
information assumed 


*For printer files only. Indicates mismatch errors should be ignored by data management. 


Storage address in binary containing the 
starting address of extent storage. 


Tape file identifier left-justified and 
space filled. 


feed Tape file information. This information 


conforms to the tape header label format. 


Tape volume serial number in EBCDIC 
right-justified and zero filled. 


Tape volume sequence number in EBCDIC 
right-justified and zero filled. 


Tape file sequence number in EBCDIC 
right-justified and zero filled 


Tape generation number in EBCEIC 
right-justified and zero filled. 


Tape version number in EBCDIC right-justified and 
zero filled. 


Tape creation date consisting of one space 
and five EBCDIC characters. 
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Table 3—2. File Control Block Standard Labels (Part 3 of 3} 


JF$TED 


JF$TSB 
JF$TSB+1 
JF$TSC 


JF$LBL 


JF$DLB 


JFSDFS 
JF$DVQ 


JF$DCD 


JF$DED 


JFSEBK 


JF$SEBK+0 
JFSEBK+3 
JFSEBK+4 


JFSEBK+8 


Boundary 
Alignment 


None 
assumed 


Field 
Length Label Description 
(Bytes) 


Tape expiration data which has the same format 
as the creation data. 


Tape block count 


13 Tape system code 


Disc identifier left-justified and 
space filled. 


Disc file information. This information 
conforms to the disc format 1 label format. 


Disc volume serial number in EBCDIC 
right-justified and zero filled. 


Disc file sequence number in binary. 


3 Disc fite creation date in discontinuous binary. 


Disc file expiration date which is in the same 
format as the creation date. 


Reserved 
Disc file extent request block key 
(xx$snnnn) is stored in the field. The 


field is subdivided as follows: 


3 The constant xx$ 


A sequence number (0 through 9) 





*For printer files only. Indicates mismatch errors should be ignored by data management. 
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3.4.3. Volume Serial Number List Blocks 


(° 


When more than one volume is associated with a sequential file, job control compiles a volume serial number list 
block at job initiation time. The first volume serial number in the file is placed in the PUB, as well as in the volume 
serial number list block. The file control block then contains the 8-byte search key of the volume serial number fist 
block. 


The volume serial number list block contains the starting address of the file contro! block, a maximum of 14 volume 
serial number entries, and an 8-byte search key of the next volume serial number list block. If an extent request 
block is associated with the volume, the sequence number of the request is stored in the entry for the associated 
volume serial number. Additional blocks are compiled as required. 


If the first volume of a multivolume file has a volume serial number, every other volume of the file should also have 
a volume serial number. 


Fields within a volume serial number tist block are identified by standard system labels. These labels are a maximum 
of eight characters and are expressed in the form JV$xxxxx, where the characters JV$ identify volume serial! number 
list block labels and the characters xxxxx identify fields within the block. Field labels and a brief description of their 
contents are provided in Table 3—3. 


3.4.4. Extent Request Blocks 


When an EXT statement is encountered in the control stream, job contro! constructs an extent request block which 
supplies the disc space information associated with one volume. Each extent request block contains the address of 
the associated file control block, the associated volume serial number, the number of requests appearing in the 
block, and up to 16 extent requests. 


Fields within extent request blocks are identified by standard system labels. These labels are a maximum of eight 
characters and are expressed in the form JX$xxxxx, where the characters JX$ identify extent request block labels 
and the characters xxxxx identify fields within the block. Field labels and a brief description of their contents are 
provided in Table 3—4. 


Table 3—3. Volume Serial Number List Block Standard Labels (Part 1 of 2) 






























Field 
Classification Label Boundary Length Label Description 
Alignment (Bytes) 


Address of the file control block* 


First volume serial number in the block 
in EBCDIC right-justified and zero fited 


FCB address JV$FCB Double word 


JV$VSN Full word 
JVSVSN+6 
JV$VSN+7 


*DOS -- has the form OOCCHHRO 
TOS -— first word — memory address of FCB; 
second word — binary zeros 







First volume 
serial number 
entry 








Extent request block sequence number in 
EBCDIC associated with first volume 
serial number (if required) 
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Table 3-3. Volume Serial Number List Block Standard Labels (Part 2 of 2) 


Boundary 


Classification Alignment 


Subsequent JV$SVSN+8 Double word 
volume serial 
number entries 


JV$VSN+16 


JV$VSN$24 


linkage 


*DOS — has the form OOCCHHRO 
TOS — first word — memory address of FCB; 
second word — binary zeros 





Label Description 


Second volume serial number entry 
{in the format previously described) 


Third volume serial number entry 
{in the format previously described) 


Fourth volume serial number entry 
{in the format previously described) 


Fifth volume serial number entry 
(in the format previously described) 


Sixth volume serial number entry 
(in the format previously described) 


Seveneth volume serial number entry 
{in the fomat previously described) 


Eighth volume serial number entry 
{in the format previously described) 


Ninth volume serial number entry 
{in the format previously described) 


Tenth volume serial number entry 
{in the format previously described) aed 


Eleventh volume serial number entry 
{in the format previously described) 


Twelfth volume serial number entry 
{in the format previously described) 


Thirteenth volume serial number entry 
(in the format previously described) 


Fourteenth volume serial number entry 
(in the format previously described) 


Search key of next volume serial number 
list block, in EBCDIC 
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Table 3—4, Extent Request Block Standard Labels (Part 1 of 2) 


Classification Label Boundary, Label Description 
Alignment 

Number of JX$NER Half word 

extent requests 


FCB address JX$FCB Half word 


Volume seriat JX$VSN Half word Volume serial number associated with 
number this extent request block 


First extent JX$EXT Half word 
definition 
i file is contiguous 
track request 
cylinder request 
absolute address request 
i : unused 
JX$EXT+1 Flag bits: 
Bits O—3: unused 
Bits 4—7: data management ISAM flags 
IX$SEXT+2 Starting address in binary of an absolute 
request in the form: 
1 byte 
h 1 byte 


h 
IX$SEXT+4 Number of tracks requested 
Subsequent IX$SEXT+6 Second extent definition (in the format 
extent previously described) 
definitions 
IX$EXT+12 Third extent definition (in the format 
previously described) 
JIX$SEXT+18 Fourth extent definition (in the format 
previously described) 


Fifth extent definition (in the format 
previously described) 


JXSEXT+24 
JX$EXT+30 
JSX$EXT+36 


SX$EXT+42 


*DOS — has the form OOCCHHRO 
TOS — first word — memory address of FCB; 


Sixth extent definition (in the format 
previously described) 


Seventh extent definition (in the format 
previously described) 


Eighth extent definition (in the format 
previously described) 





tl second word — binary zeros 
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Table 3—4. Extent Request Block Standard Labels (2 of 2) 


Boundary 
Alignment 


Classification 


JX$SEXT+48 


Subsequent 
extent 
definitions 
(cont.) 


Half word 


IX$EXT+54 


JX$SEXT+60 


JIX$SEXT+66 


JX$SEXT+72 


JX$EXT+78 


IX$SEXT+84 


JX$SEXT+90 


*DOS — has the form OOCCHHRO 
TOS — first word — memory address of FCB; 
second word — binary zeros 





aga” 
Field 
Length Length Description 
(Bytes) 
Ninth extent definition (in the format 
previously described) 
Tenth extent definition (in the format 
previously described) 
Eleventh extent definition (in the 
format previously described) 
Twelfth extent definition (in the format 
previously described) 
Thirteenth extent definition (in the 
format previously described) 
Fourteenth extent definition (in the 
format previously described) 
Fifteenth extent definition (in the 
format previously described) 
Sixteenth extent definition {in the 
format previously described) 
~~ 
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4. CONTROL LANGUAGE 


4.1. GENERAL 


Jobs are defined by the user to the system in the job control language. This language consists primarily of a sequence 
of control statements that are used to define the particular aspects of a job to the system and direct the execution of 
the job. 


The control statements allow the user to: 

a identify the job and the programs that make up the job; 

a specify the storage requirements and the devices necessary to execute the job; 
a establish the linkage between the physical devices and data management; 

s terminate a job; 


a restart a job from a checkpoint. 


4.2. CONTROL STATEMENT FORMAT CONVENTIONS 


All control statements provided in the UNIVAC OS/4 Operating System (OS/4) Job Control language are essentially 
freeform. Information starts in character position 1 and is not permitted to extend beyond 71 positions. Control 
statements begin with either one or two slashes. In control statements beginning with one slash, no space is 
permitted between the slash and the symbol, and the slash must appear in column 1. However, one space must 
appear between the symbol and the operand field. In control statements beginning with two slashes, at least one 
space must appear between the last slash and the operation field, and also between the operation and operand fields. 
An exception to this rule is the continuation statement (//n). 


More than one control statement of the type beginning with two slashes may be written on a card, but must not 
extend beyond column 71 and must not be continued on a second card. At least one space precedes the slashes, 
denoting the beginning of the second statement on the card. Control statements written in this manner are referred 
to as packed statements. 


Control statements must not be packed if the tape supervisor was generated with the MINS parameter specified on 
the system proc. If the statements are packed, multiple error conditions wil! result. Also, control statements must 
not be packed if a tape-only system is being run in 32K bytes of storage. 
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The conventions used to illustrate control statements in this manual are: 


a Capital letters and punctuation marks (except braces, brackets, and ellipses) are information that must be a 


coded exactly as shown. 

a Lowercase letters and terms represent information that must be supplied by the programmer. 

a Information contained within braces represents necessary entries of which one must be chosen. 

5 Information contained within brackets represents optional entries that are included or omitted depending on 
program requirements. Braces within brackets signify that one of the entries must be chosen if that positional 
parameter is included. 


a An ellipsis (a series of three periods) indicates the presence of a variable number of entries. 


a Commas are required when positional parameters are omitted except for trailing parameters. 


4.3, CONTROL STATEMENT SOFTWARE CONVENTIONS 

The following rules and conventions apply for the use of control statements in job control: 
a Control statements and data statements cannot appear on the same punched card. 

a Data statements are assumed to be 80 characters. 


a Punched cards which contain control statements must begin with one of the following in columns 1, 2, and 3: 
//b, /*6, /$b, /8. An exception to this rule is the continuation statement (//nb in columns 1, 2, 3 and 4). 


. On packed cards a statement is assumed to terminate with a blank column immediately followed by a slash. 


7 The slash ampersand (/&), slash dollar (/$), and slash asterisk (/*) control statements must appear in columns 1 
and 2 (may not appear on packed cards). 


s Comments are permitted on job control statements so long as they do not contain a slash which is immediately 
preceded by a blank column. 


a Cards containing multiple contro! statements are processed from column 1 to column 71 inclusive. 


a Columns 72 through 80 are not scanned, but their contents are returned with each GETCS macro instruction. 
(For explanation of assignment of sequence numbers see 2.2.1.) 


4.4. CONTROL STATEMENTS 


The control statements provided in the job contro! language are explained in the remainder of this section. The 
statements are listed in alphabetical order by operation code, followed by the data delimiter statements. Examples 
of the proper sequence of statements within various types of control streams are shown in Appendix B. 
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4.4.1, ALTER Statement 
Function: 
The ALTER statement is used to introduce alterations to a load module at execution time. The user may 
change portions of the program status word or establish a new base address for a program. The effective main 
storage address is calculated by the alter routine as follows: 
E=1!+A+0O if R* address or address 
E=A+0O if A* address 
E=P+A+O if P* address 
where: 
E is the effective address. 
| is the phase area base address. 
P is the preamble address. 
A is the address from positional parameter 2. 
O is the previously specified ORG address. 
Job control verifies that the main storage address is within the assigned area. If the address is not within the assigned 
area, the alter function is not performed. ALTER statements must be placed between the EXEC statement and the 


PARAM statements for the phase of the program to be altered. In order for the alter to be effected, // OPTION 
ALTER must be specified for the job step in which the alter is to take place. 





Format: 
PM 
aoe rogram-mask 
ORG Fcddieee tls 
// ALTER address P dd ,\ RESET 
A*odd org-address LAST 
address 
P *address change 
R*address 
Positional Parameter 1: 
PM indicates that bits 2 through 5 of the byte specified in positional parameter 2 


(program-mask) replace the condition code and the program mask portion of the job’s 
program status word, bits 34 through 37. (These bits are located in the job control block at 
JB$PSW+4.) Bits 0, 1, 6, and 7 are ignored. 


RST indicates that the address specified in positional parameter 2 (rst-address) replaces the 
program restart address in the job’s program status word, bits 47 through 63. (These bits are 
located in the job control block at JB$PSW+5 through JB$PSW+7.) 
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ORG 


address 


A* address 


P* address 


R* address 
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indicates that the address specified in positional parameter 2 (org-address) is to be added to 
all addresses specified in positional parameter 1 on succeeding, consecutive ALTER 
statements. This address is used as the base address in the calculation of the effective address 
for subsequent ALTER statements. This base address remains effective until another ALTER 
statement specifying the ORG parameter is encountered, or until LAST is specified as 
positional parameter 3. 


the 1- through 5-digit hexadecimal address of the first byte of the area into which the byte 
or bytes specified by positional parameter 2 (change) are to be stored. If the address is not 
prefixed with A* or P*, then R* is assumed. 


the prefix A® is used to indicate an absolute address. 


the prefix P* is used to indicate that the address is relative to the first byte of the job 
preamble. 


the prefix R* is used to indicate that the address is relative to the code image area of the 
problem program. Relative patches must be computed by means of the linker map and/or 
assembler listings. 


Positional Parameter 2: 


program mask 


NOTE: 






two hexadecimal digits used to replace the condition code and program mask portion of the 
program status word, bits 34 through 37, for the job. The bit layout of the program mask 
byte is: 


0 1 2 3 4 5 6 7 






For OS/4 used with the UNIVAC 9700 System, use the following replacement. 


program mask 


rst-address 


org-address 





two hexadecimal digits used to place the condition code and program mask portion of the 
program status word (bits 34 through 39) for the job. The bit layout of the program mask 
byte is: 


ee new condition code new program mask 


the hexadecimal address, relative to the first byte of the code image area of the job, at which 
the job is to resume control. This value plus the code base address is stored in the restart 
PSW in the job contro! block. The effective address (rst-address + 1) is verified so that it is 
within the phase area of the problem program. 






specifies the base address which is to be added to subsequent main storage addresses in the 
computation of effective addresses. The base address may be from one through five 
hexadecimal digits. 


PAGE REVISION PAGE 
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change specifies the contents of the byte or bytes to be stored in main storage beginning at the 
address specified by positional parameter 1 and extending for as many bytes as required by 
this parameter. Change characters are not stored if both the lowest and highest effective 
addresses for the change are not valid. The change may be specified by either hexadecimal or 
EBCDIC characters. The formats are: 


X’cececcce...’ 
or 
CCCCCCCC... 


specifies that the change characters are in hexadecimal. The number of characters must 
be even, and the maximum number of hexadecimal characters allowed is 16 (eight bytes). 


C’ccccccce...’ 


specifies that the change characters are in EBCDIC. The number of characters in the string 
indicates the number of bytes to be changed in main storage. 


Positional Parameter 3: 


LAST used to indicate the last of a series of alterations initiated by an ALTER statement or 
Operator command and causes the termination of the alter function. If positional parameters 
1 and 2 are omitted (,,.AST), control is returned to the problem program. (This is 
considered to be a null ALTER statement. The alter mode indicator is not reset and control 
remains in the proper program overlay segment.) 


RESET resets the alter mode indicator for the job after this statement is processed. RESET implies 
tes the LAST option. 


OPR causes changes to be solicited from the system console until a LAST or RESET parameter is 
encountered in an ALTER command. 


if omitted causes control statements to be read until an ALTER statement with a LAST or RESET 


parameter is encountered or until a control statement other than an ALTER statement is 
read. 


Examples: 


r 
> 
a 
m 
r 
on 


OPERATION & OPERAND REMARKS 
10 







diva ct Pee eh eo oe No alterations for the first program segment 
i th © Sree eee ee ee ee ati 
bee a a ,_; Restert at relative location 144 4 


Pee NDOOOOOt. 1 ie i 1 ty RO will bel when restarted zt 
HL. 5) bn? _ , , Set first word of communication region 


._, New condition code = 3, program mask = 3 








awk 
>- snee ERT aba Se ene es _,_ Modify relative location 1000 * 
pe» n fe, (onpet ae ok ROE Some as previous statement 
Add X‘186’ to following oddresses 


le Oe Ce pe er YY SE 2h 
Modify X°186" plus X°52’ relative to start of code area ‘ 


5678. | [emer tees el oee OR Ue oe Oe 


Terminate the addition of previous ORG value to 


. eddresses. This is the last ALTER statement for 
SSP VT eo Ce eg el ER! eS Ee Ee aC 4 


this program segment and jeb step. 
odtid ttt 1111111 i tig, 7 bytes of relative location 10243 + 


CARCDX YZ” , RESET. 7 OO DO Oe SS OO De SS GS 
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4.4.2. CANCEL Statement 

Function: 
The CANCEL statement is used to terminate the processing of a contro! stream. When a CANCEL statement is 
encountered in the control stream in either a tape- or disc-oriented system, job control terminates the job at 
that point. In a tape-oriented system, the rest of the control stream is bypassed; in a disc-oriented system, the 
rest of the control stream is ignored and the termination is considered to be abnormal. 

No positional parameters are required for the CANCEL statement. 

Format: 


// CANCEL 


Example: 


spe Sm A EE REN TP NCU Nonna 9 NANA UR 


& OPERATION & OPERAND 











LABEL 





4.4.3. DELETE Statement 

Function: 
The DELETE statement in the contro! stream of a job is used to indicate that this job is to be deleted from the 
job file. If the job has terminated abnormally or has aborted, the control stream is not deleted from the job 
file. The DELETE statement may occur at any time in the control stream and the control stream is then 


deleted at the normal termination of that job. 


When a control stream is deleted from a job file, the associated direct access storage area is deallocated and 
made available for subsequent allocation. 


The DELETE statement is only applicable to a disc-oriented system (DOS). 
No positional parameters are required for the DELETE statement. 
Format: 
// DELETE . 


Example: 








Tee eae ath ee 
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4.4.4. DVC Statement 


Function: 
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The DVC statement is used to request the assignment of a peripheral device to the job. An alternate device or 
an optional device of the same type can also be requested. Devices can be assigned for the duration of the job 
or for the duration of a job step. Specific devices can also be requested and assigned by this statement. 


Format: 


// DVC logical-unit | .< 3 


Positional Parameter 1: 


logical-unit 


Positional Parameter 2: 


ALT 


SYM 


ASYM 


if blank or omitted 


Positional Parameter 3: 


STEP 


if omitted 
Positional Parameter 4: 


uuu 


if omitted 


ALT 
SYM L,STEP][,uuul[,OP] 
ASYM 


a logical unit number or name identifying the type of device requested. Valid numbers 
are in the range 0 through 255; the names are IPT, LOG, LST, PCH, RDR, or RES. 
When a logical unit number is specified, a specific device is requested by indicating the 
device identification in positional parameter 4. 


used to request the assignment of an alternate device of the same type (ignored if 
positional parameter 4 is specified). 


any alphabetic letter (A through Z) that identifies an entry in the table listing the 
device type substitutions which can be used in assigning devices. 


specifies that the punch or printer output may be routed to the cooperative if a punch 
or printer is not available for assignment. This parameter is not effective if the 
cooperative feature is not included in the resident supervisor. 


specifies that the punch or printer output must be routed to the cooperative. If the 
cooperative feature is not included in the resident supervisor, the allocation request 
will be rejected and the job terminated. 


must be blank if positional parameter 1 is a logical unit name rather than a logical 
unit number. 


specifies that the device and its alternate (if any) are to be assigned to the job only for 
the duration of the job step. 


the device is assigned for the duration of the job. 


a 3-character device identification code assigned when the system is installed. This 
positional parameter is used to request the assignment of a specific device. When a 
specific device is requested, positional parameter 2 must be blank. If the specific 
device cannot be assigned, the DVC statement is not processed. This parameter is 
intended primarily for the convenience of field engineers. 


the device is allocated on the basis of device type only, as specified by positional 
parameter 1. 
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Positional Parameter 5: 

OP indicates that the requested device is not essential to the running of the job. The 
device and its alternate (if requested) are assigned if available. If they are not available, 
the DVC statement is ignored. 

if omitted indicates that the requested devices are essential to the running of the job. 


See 3.3.1. for additional information regarding the use of the positional parameters for this statement. 


Examples: 





LABEL § GPERATION § OPERAND % 





i : t i 
| ales ere eens Wire: Kemer neem | Bs eee eee ee 





4.4.5. EQU Statement 

Function: 
The EQU statement is used to equate logical unit numbers to the specific code for a device type. This 
statement affects only the logical unit table associated with the job; the master logical unit table is not altered 
by the EQU statement. The logical unit number must be equated to a device type before that logical unit 
number can be used within a job. If the logical unit number already has a device associated with it, the job is 
canceled. The EQU statement provides the ability to temporarily change the logical unit number associated 
with a given device type from that specified at system generation time, and permits the user to run on a system 
other than the one the control stream was designed to run on. 
EQU statements are effective until a RESET statement is encountered in the control stream. 


Format: 


// EQU lun-1 tt [,lun-2,tt,...,lun-5,tt] 
Positional Parameters 1, 3, 5, 7, and 9: 
lun-1, lun-2,...,lun-5 the logical unit numbers to be equated to device type codes. The only valid logical unit 
numbers are 0 through 255. Up to five logical unit numbers can be assigned in one 
EQU statement. 


Positional Parameters 2, 4, 6, 8, and 10: 


tt a 2-character code identifying the type of device. The codes are specified in Table 
4-1. 





4-8 
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Examples: 


onneentedeet tA HIN te NAO ENO ELA fMRI RUAN 


$B OPERATIONS OPERAND ; % 
0 : 









LABEL 


: | hOn,, ky 4+b0. 9 5 .6F.. feb fie pop deh pe ok ye ae to ae 
; : \ yOF,. 
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Table 4—1. Device Type Codes (Part 1 of 2) 


Console Model KSR 35 Type Keyboard Incremental Printer 
typewriter 


Card reader UNIVAC 0711—05 Card Reader Subsystem (80-column, 600-cpm) 


UNIVAC 0716—99 Card Reader Subsystem (80-column, 1000-cpm) 


UNIVAC 0711—05 Card Reader Subsystem (80-column, 600-cpm) with hardware 
features 


UNIVAC 0716-99 Card Reader Subsystem (80-column, 1000-cpm) with hardware 
features 


UNIVAC 1004/1005 Card Processor Systems Card Reader 


UNIVAC 0711-00 Card Reader Subsystem (UNIVAC 9200 System, 
80-column, 400-cpm) 


UNIVAC 0711—02 Card Reader Subsystem (UNIVAC 9300 System, 80- 
column, 600-cpm) 


Card punch UNIVAC 0604—99 Card Punch Subsystem (80-column, 250-cpm row punch) 


UNIVAC 0604—99 Card Punch Subsystem (80-column, 250-cpm row punch) 
with read/punch feature FO8705—00 


UNIVAC 1004/1005 Card Processor Systems Card Punch 


UNIVAC 0603—04 Card Punch Subsystem (UNIVAC 9200/9300 Systems, 
80-column, 75/200-cpm column punch) 


UNIVAC 0604—00 Card Punch Subsystem (UNIVAC 9300 System, 80- 
column, 200-cpm row punch) 


UNIVAC 0604-99 Card Punch Subsystem (UNIVAC 9300 System, 80- 
column, 250-cpm row punch) 


UNIVAC 0768—00 Printer Subsystem (900/1100-1pm drum printer) 

UNIVAC 0768—99 Printer Subsystem (1200/1600-lpm drum printer) 

UNIVAC 0768-02 Printer Subsystem (840/1000/2000-Ipm drum printer) 
~ . UNIVAC 1004/1005 Card Processor Systems Printer 


UNIVAC 9200/9300 Systems Bar Printer 
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Table 4—1. Device Type Codes (Part 2 of 2) 


UNISERVO V1—C Magnetic Tape Subsystem (7-track) 


tape 
UNISERVO V1-C Magnetic Tape Subsystem (9-track NRZI) 


UNISERVO 12 Magnetic Tape Subsystem (9-track phase encoded) 


UNISERVO 12 Magnetic Tape Subsystem (9-track NRZ1I) 


UNISERVO 12 Magnetic Tape Subsystem (9-track) with dua! density 
feature FO935—00 


UNISERVO 12 Magnetic Tape Subsystem (7-track NRZ1) 
UNISERVO 16 Magnetic Tape Subsystem (9-track phase encoded) 
UNISERVO 16 Magnetic Tape Subsystem (9-track NRZI) 


UNISERVO 16 Magnetic Tape Subsystem (9-track) with dual density 
feature FO937—00 


UNISERVO 16 Magnetic Tape Subsystem (7-track NRZ1) 
UNIVAC 8411 Disc Subsystem 


UNIVAC 8414 Disc Subsystem 
Paper tape 81 UNIVAC 0920 Paper Tape Subsystem with read only feature F1033—02 a 
82 UNIVAC 0920 Paper Tape Subsystem with punch only feature F1032—02 
a 
1004/1005 First UNIVAC 1004/1005 Card Processor Systems Channel Adapter 
Second UNIVAC 1004/1005 Card Processor Systems Channel Adapter 
fama [re [owerenennsnomeenarr 


4.4.6. EXEC Statement 





Function: 


. 


The EXEC (execute) statement is a job step delimiter and is the last statement processed by job control before 
the execution of the program named in the statement. All control statements preceding the EXEC statement 
in the control stream are effective during the execution of the program named in that EXEC statement. Any 
statements following the EXEC statement are not processed unti! the program terminates. 


Format: 


library-name 
// EXEC program-name,| § EX [filename] [,REL] 
MCL er: 
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Positional Parameter 1: 


program-name 


Positional Parameter 2: 


library-name 


EX 


MCL 


NOTE: 
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up to an 8-character name identifying the program to be executed in this job step. The 
program name may be in the form nnnnnnpp (nnnnnn is the name of the program and pp is 
the phase number). The program is retrieved from the program library identified by 
positional parameters 2 and 3 and is relocated to the main storage area allocated to the job. 
In a multistep job where the program does not exist at the beginning of the job, the MIN 
parameter must be specified on the JOB statement. 


1 to 44 characters identifying the program library on disc within which the program 
identified by positional parameter 1 will be found. Embedded blanks are not permitted in 
the library name. This specification is not used in a tape-oriented system. In a multistep job 
where the library does not exist at the beginning of the job, the MIN parameter must be 
specified on the JOB statement. 


indicates that the program resides in the absolute execution area in absolute form. Before 
this parameter can be used, the referenced program must have been copied from a tape or 
disc load library and formatted in absolute form by the tape/disc mapping utility program. 


specifies to load the program identified by positional parameter 1 from the module complex 
library. However, the program only remains available in the module complex library for the 
duration of the job. The normal use of this parameter is to do an assembly, or compilation, 
linkage editor, and execute from MCL. 


When loading from EX and MCL, the JOB statement (4.4.10) must specify positional parameter 4 (minimum 


main storage). 


Positional. Parameter 3: 


filename 


Positional Parameter 4: 


REL 


if omitted 


the 1- to 8-character file name identical to the file name specified in a previously defined 
LFD statement. This file contains the program library identified by positional parameter 2. 
This parameter enables the user to load a program from a device other than the system 
resident volume. When loading a program from a device other than the system resident 
volume, the JOB statement (4.4.10) must specify positional parameter 4 (minimum main 
storage). (See 3.2.6.) 


indicates that all program overlays are to be retrieved from the program library and relocated 
each time a program overlay is called. 


indicates that program phases are made absolute. If this feature is to be used, programs must 
be mapped into the absolute execution area (see UN/VAC 9400 System Disc Mapping 
Program Programmer Reference, UP-7833 (current version)), and positional parameter 2 
must be specified as EX. 
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1. For tape-oriented system only. Program will be loaded from tape SYSRES. 
2. Program will be loaded from an alternate tape file. 
3. Program will be loaded from an alternate disc file. 
4.4.7, EXT Statement 
Function: 
The EXT (extent) statement is used to provide information to establish new files or extend existing files on 
direct access storage devices. This statement is not required for unit record files or tape files. — 


All extent information for a given volume must be contained on one EXT statement and its associated 
continuation statements, thus creating a single extent request block. 


A maximum of two extent specifications can be written in a single EXT statement. To specify any additional 
extents within a given volume, the EXT statement must contain a nonblank character in column 72 and is 
followed by one or more continuation statements {//n). Up to 16 extent specifications are permitted for 


each volume of a file. Each EXT statement in the control stream causes the creation of an extent request block 
which is written in the control block file. 


Format: 


Cc addr 
// EXT i } Jan} CYL ay. 
TRK 


Positional Parameters 1 and 5: 
C or omitted indicates that cylinders or tracks must be assigned to a contiguous area. 


N a noncontiguous area is assigned. 
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Positional Parameters 2 and 6: 
id ff indicates index sequential access method (ISAM) specifications. These are: 
00 not ISAM 
01 prime data area 
02 overflow data area 
04 index 
if omitted 00 is assumed 
Positional Parameters 3 and 7: 
addr indicates that the absolute disc address at which the file area is to begin is expressed in 


decimal in the form ccchh, where ccc indicates the cylinder and hh indicates the head. 
Leading zeros may be|omitted from the cylinder address. The quantity of space specified by 
the next positional parameter is in units of tracks. 


CYL. indicates that the quantity of space specified by the next positional parameter is expressed 
in units of complete cylinders. 


TRK indicates that the quantity of space specified by the next positional parameter is in units of 
tracks. 


NOTE: 

When CYL or TRK is specified, the area allocated to the file is determined by the space allocation routine. 
When addr is specified and the requested space beginning at that track is not available, the EXT statement 
cannot be processed. 


Positional Parameters 4 and 8: 


qty the number of tracks or cylinders required to satisfy the request. If the preceding parameter 


is CYL, this quantity is in terms of cylinders; otherwise, the quantity of space is in terms of 
tracks. 
Examples 
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4.4.8. FILE Statement 


Function: 


The FILE statement is used to store control streams on the resident direct access storage device. This 
statement must be immediately followed by a JOB statement. 


The file function of job control is loaded and controlled by the control routine of job control. Therefore, in 
order for the file function to run, there must be adequate main storage space to contain the control routine. If 
there is not enough space, a message is printed at the system console indicating the reason why the file 
function cannot be run. If the control routine is running in response to another operator command, or as the 
result of an EQJ, DUMP, or CANCEL macro instruction executed in a problem program, the function in 
process is allowed to terminate normally; then, the file function is started. 


The file function of job control can also be called by the FILE operator command. 
Format: 

// FALE [n] 
Positional Parameter 1: 


n indicates the number of contro! streams following the FILE statement. Each control stream is 
identified by a JOB statement and is terminated by an end-of-job (/&) statement. 


if omitted the filing process continues until all submitted control stream are filed. The filing process is 
terminated when five blank cards are detected following an end-of-job (/&) statement. 


Example: 
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4.4.9. FREE Statement 

Function: 
The FREE statement is used to release peripheral devices. This is performed on a job basis. Devices, including 
related alternate devices, released by the FREE statement are returned to the pool of unallocated system 
resources and are available for subsequent assignment to other jobs. 


Format: 


// FREE dev-1 [,dev-2,dev-3....,dev-10] 
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Positional Parameters 1 to 10: 


a dev-1, dev-2,..., dev-10 identifies the devices to be released. The logical unit number is in the range of O 
through 255 and is used as an index into the logical unit table. The logical unit 
names may be IPT, LOG, LST, PCH, RDR, or RES and are used as entries into the 
SIB. 


Example: 


LABEL 6 OPERATION 5 OPERAND 
10 


16 





4.4.10. JOB Statement 


Function: 

The JOB statement is a job delimiter and indicates the beginning of control information for a job. Included in 
the JOB statement is a user-specified job name that identifies the control stream for later retrieval or deletion 
from the job file. In addition, the JOB statement can be used to designate the priority level at which the job is 
to be executed, the minimum and maximum main storage limits required for efficient execution of the job, an 
estimated maximum amount of central processor time required to complete the job, and the storage 
requirements for the extent tables for this job. Note that the job name ALL is not acceptable to the verify 
routine; however, job names beginning with ALL are allowed: 


Format: 


/{ JOB jobnamel[, priority] [,time] [,min] [,max] [,nn] [ soBL0c- { cna }] 


Positional Parameter 1: 


jobname one to eight alphanumeric characters identifying the job. This name must be used to 
reference the control stream once the control stream has been filed. 


Positional Parameter 2: 


priority identifies the priority at which the job is to be executed. See 2.3.1 for further 
explanation regarding the use of priorities. The three priority levels are: 


1—Message Control Program (extension of supervisor) 
2—Jobs with high input/output utilization 
3—Jobs with low input/output utilization 


if omitted the priority of 3 is assumed. 
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time 


if omitted 


min 


if omitted 


NOTE: 


max 


if omitted 


nn 


if omitted 


Positional Parameter 3: 


Positional Parameter 4: 


Positional Parameter 5: 


Positional Parameter 6: 
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the estimated maximum amount of central processor time (in minutes) required to 
complete the job. If the job uses the central processor to the extent of this time limit, 
the operator is notified, and the job is allotted more time or is aborted. This time limit 
does not include I/O time. 


standard amount of time is used as specified at system generation time. 


a hexadecimal number indicating the minimum number of main storage bytes required 
to execute all job steps of the job. The preamble and the extent table requirements 
must be included. In a DOS system, the control stream is scanned to determine 
whether the value is large enough to contain the longest first load module of the 
programs in libraries specified on the EXEC statements. If not, the larger value 
overrides that supplied in positional parameter 4. 


In a DOS system, the minimum amount of main storage is determined at job initiation 
time by scanning the control stream to find the largest first load module of the 
programs in libraries specified on the EXEC statements. 


The only libraries which are searched for load modules are those which are contained on the system resident 
device (SYSRES). Those libraries which are on alternate load devices are not searched. 


a hexadecimal number indicating the maximum number of main storage bytes 
requested, but not required, to execute all job steps of the job. If the maximum 
amount is not available, an amount not less than that specified in positional parameter 
4 is allocated. 


the maximum amount of main storage is determined at job initiation time. 


a decimal number indicating the number of 512- or 1024-byte increments needed in 
main storage to contain the extent tables for this job. This storage requirement must 
also be included in the minimum amount of storage specified in positional parameter 4. 
NOTE: . 


For OS/4 used with the UNIVAC 9700 System, storage for extent tables is in 
2048-byte increments. 


no extent tables are required. 
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Positional Parameter 7: 





ae 


JOBLOG=blank specifies that job contro! messages be routed to the cooperative output device as well 
as the console if the cooperative feature is included in the resident supervisor. 


JOBLOG=filename specifies that job control messages be routed to the cooperative output device and that 
the JOBLOG file be associated with the specified print file if the cooperative feature is 
included in the resident supervisor. 


if omitted the cooperative is not included in the resident supervisor. 


Examples: 


sa evoran teeter crete tnt SHES NES 
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4.4.11. LBL Statement 
Function: 


The LBL statement is used to supply label information for files on disc and tape volumes for use by data 
NL management. The LBL statement normally follows a VOL or EXT statement, or follows a DVC statement 
when the VOL or EXT statements are not specified. If more than one LBL statement is necessary, it must 
contain a nonblank character in column 72 and must be followed by one or more continuation statements. 
(//n). The LBL statements are required in a disc-oriented system and must immediately precede the LFD 
statement (4.4.12). 


For additional information regarding the use of the LBL statement, see UN/VAC 9400 System Data 
Management System Programmer Reference, UP-7629 (current version). 


Format: 


LBL \] [,volume-sequence-number] 


file-identifier file-serial-number 

"file-identifier’ "| VCHECK 
{,expiration-date] [,creation-date] [,file-sequence-number] : 
{,generation-number] [,version-number] 


Positional Parameter 1: 


file-identifier identifies the file by name. For tape files, up to 17 bytes may be used for the file 
identifier. For disc files, up to 44 bytes may be used for the file identifier. This 
corresponds with the file label. 


‘file-identifier’ identifies a file with a name that contains embedded blanks. 
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Positional Parameter 2: 


file-serial-number 


VCHECK 


if omitted 


Positional Parameter 3: 


volume-sequence-number 


if omitted 
Positional Parameter 4: 


expiration-date 


if omitted 
Positional Parameter 5: 


creation-date 


if omitted 


Positional Parameter 6: 


file-sequence-number 


if omitted 
Positional Parameter 7: 
generation-number 
if omitted 
Positional Parameter 8: 
version-number 


if omitted 
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one to six alphanumeric characters identical to the volume serial number of the 
first volume of the file. 


indicates to data management that the volume-serial-number/file-serial-number 
relationship is to be checked on input or created on output. 


tape does not contain VOL1 label, or the volume-serial-number/file-serial-number 
relationship does not exist. 


indicates the position of the volume relative to the first volume in which the file 
is written. 


for a tape and disc file, the system software routines assume a value of 1. 


the expiration date of the file in the form yyddd, where yy is the year and ddd is 
the day of the year. May be written in the form Rdddd, where R indicates 
retention cycle and dddd is the number of days (1-9999) that the output file is 
to be saved beyond the creation date. 


the field is ignored. 


the creation date of the file in the form yyddd, where yy is the year and ddd is 
the day of the year. 


for a tape output file, the date stored in either the job preamble or the SIB is 


assumed. For a disc output file, the date stored in the job preamble is assumed; 
for an input file, the field is ignored. 


the position of this file with respect to the first file within a multifile set. This 
applies only to tape files. 


0001 is assumed by system software routines. 


uniquely identifies the edition of a file; this applies only to tape files. 


0001 is assumed by system software routines. 


indicates the version of a generation of a file; this applies only to tape files. 


01 is assumed by system software routines. 
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Examples: 
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4.4.12. LFD Statement 


Function: 


The LFD statement is used to link the file definition with the file information in the control stream. Each time 
an LFD statement is encountered in the control stream, a file control block is generated. (This block contains 
information determined as a result of processing DVC, VOL, EXT, LBL, and LFD statements.) At least one 
DVC statement and one LFD statement are required for each file to be accessed in the problem program. The 
VOL, EXT, and LBL statements are optional, depending on the requirements of the file definition. When only 
one DVC and one LFD statement are needed to complete a file definition, the LFD statement must appear 
immediately following the DVC statement. 


Once the file contro! block is generated, it is written on the disc for later retrieval by the RDFCB macro 
instruction provided by the supervisor. The details of the RDFCB macro instruction are included in UN/ VAC 
9400 System Supervisor Programmer Reference, UP-7689 (current version). When data management is used, 
the RDFCB macro instruction is executed during the open file function (OPEN macro instruction) and the 
close file function (CLOSE macro instruction). 


Format: 
sa 
ure {Thonome ft |<) eC | C9) [ temsap | C480] 
DR 
Positional Parameter 1: 
filename one to eight characters identifying the logical file name of the file control block as specified 


by the DTF macro instruction. Data management requires a maximum of only seven characters 
for the file name. 


*filename an asterisk preceding the file name indicates an input only file. The operator should verify that 
the write enable ring has been removed from the tape reel or that the file protect ON/OFF 
switch has been pressed to the ON position in the disc pack. The system resident volume cannot 
be an input only file. 


Positional Parameter 2: 


sa indicates that the file organization is sequential. 

DA indicates that the file organization is direct access. 

IS indicates that the file organization is indexed sequential. 
DR indicates that the file organization is direct access relative. 


if omitted SQ is assumed. 
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Positional Parameter 


if omitted 
Positional Parameter 


NEW 


if omitted 


MISM 


Positional Parameter 
ASC 


Examples: 
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3: 


specifies the total number of extents required for that file for which main storage must be 
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allocated. The maximum value is 128 (16 extents per volume, 8 volumes per file). The address 
of the first byte of the area is written in the file control block. Space acquired in this way 
increases the total storage requirement for a job and must be taken into consideration when 


allocating main storage. 
no main storage is reserved for the extent tables. 


4: 


indicates a new direct access file. The control stream must also include a VOL and an EXT 
statement in the device assignment set for disc file. 


the file is assumed to be an existing file. 


specifies that mismatch (MISM) errors on the specified print file be ignored by data 


management. 
5: 


specifies that the file is an ASCH file. 


s . porree OPERAND 
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4.4.13. MTC Statement 


Function: 


‘ 


The MTC (magnetic tape control) statement is used to position tape volumes. It must be specified after the 
device assignment set for that device. The MTC statement can be used to position a data file or to pre-position 
a multifile tape volume. It performs the following functions: Space the tape volume forward or backward a 
specified number of tape marks or blocks, rewind the tape volume, or write a tape mark. Only one MTC 
function can be performed on a specific logical unit during any one job step ‘and is executed at job control 
volume mounting time. 


Format: 


// MTC log 


FM,nn 
FB,nn 
BM,nn 
BB,nn 
WN,nn 


ical-unit-number, 


RU 
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4 Positional Parameter 1: 
— logical-unit-number the logical unit number that identifies the magnetic tape device to be positioned. Only 
tape units that have been allocated and on which tape volumes have been mounted can 


be referenced by MTC statements. 


Positional Parameter 2: 


FM space the volume forward a specified number of tape marks. 
FB space the volume forward a specified number of blocks. 

BM space the volume backward a specified number of tape marks. 
BB space the volume backward a specified number of blocks. 
WM write the specified number of tape marks. 

RL rewind the volume to load point. 

RU rewind the volume and unload. 


Positional Parameter 3: 


nn specifies the number of blocks or tape marks that the volume is to be spaced forward 
or backward or the number of tape marks that are to be written. 


\ 


Examples: 
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4.4.14, n Statement (Continuation) 

Function: 
The n statement is used to continue the information from the preceding control statement. The only control 
statements which may be followed by continuation statements are the LBL, VOL, or EXT statements and 
JPROC call. Up to nine continuation statements can follow a single control statement. A nonblank character 


must appear in column 72 of each continuation statement except the last. 


Format: 


. 


J/0 pyre 
where: 


: n is a decimal number from 1 through 9. The numbers do not need to be consecutive; however, each 
successive number should be greater than the preceding number. 


Pare P are the positional parameters required to continue the immediately preceding VOL, EXT, JPOC 
1 x 
call, or LBL statement. 
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Examples: 
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4.4.15. OPR Statement 


Function: 


The OPR statement is used to display a message at the console and, optionally, to cause a delay between two 
job steps of a job. This statement can appear anywhere in the control stream and is effective when 
encountered. A READY operator command is used to reactivate a job that has been made inactive by an OPR 
statement. 


Format: 


// OPR {[*] comment-line 


Positional Parameter 1: 


* used to cause a suspension in control stream processing until the operator responds with a 


READY operator command. When used, the asterisk must appear as the first nonblank 
character following OPR. Blank characters between the asterisk and the first message 
character cause spacing on the console printer. These messages are displayed at the system 
console prefixed with the letter R. 


no asterisk processing continues immediately following the display of the message. 
comment-line up to 60 characters to be printed at the system console when the OPR statement is 
encountered in the control stream. If no asterisk is used, 61 characters may be printed. 
Example: 


[4¢_Ae@.| leaeunh! TAVOTCE FORME ON MEGA CPEED PRINTER. | aff 
4.4.16. OPTION Statement 


Function: 


The OPTION statement allows the user to specify the optional software features ALTER, ALTER-NO 
SYSDUMP, SYMBIONT, NODUMP, MULTIFIL, NOREADY, RETRY, MAYIDUMP, SCR, MCL, and 
NOVOL. It also allows the user to specify the operating environment of this program by means of the DOF, 
BOF, and NOWP options. 


Up to eight options may be specified on one OPTION statement. Options are only effective in the job step in 
which they are specified. 
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icrct Format: 
ee // OPTION py,---1Pg 
where: 

Py Ps specifies the options to be used. The appropriate parameters as required by the job may 
be written in any order and must be separated by commas, with no intervening spaces. 
The options are explained in the following paragraphs. 

Options: 

ALTER specifies that the alter function is to be called when the problem program is loaded. The 
ALTER option cannot be specified if the program is to be loaded from the absolute program 
area. 

ALTER-NO specifies that the alter function is to be called when the problem program is loaded but the 
ALTER statements are not to be logged. 

SYMBIONT designates that this job is a symbiont. If specified, this statement must be present in the 
control stream before any device assignment statements. 

SYSDUMP specifies that a system dump is to be taken instead of a job dump, if a dump is initiated in 
behalf of this job. 

— BOF specifies that the problem program is to be given contro! with binary overflow enabled. 

DOF specifies that the problem program is to be given contro! with decimal overflow enabled. 

NOWwP specifies that the problem program is to be given control with write protection disabled, if 
the supervisor was generated to allow this option. 

NOVOL specifies that the VOL1 headers are not to be read and verified on the disc or tape volumes. 
SCRTCH volumes are not to be read nor are their numbers displayed on the system console 
or written in the PUB’s. 

NOTE: 

For OS/4 used with the UNIVAC 9700 System, no volume serial number checking is 
possible for IPL tapes created by the tape librarian. Any job which is processing IPL 
tapes must have this option. 

NODUMP specifies that all output from the SNAP, DUMP, CANCEL, CDIAG, and DMEAR functions 
initiated on behalf of a job is to be supressed. However, the error PSW and the status or error 
code are printed on the console even though NODUMP is specified. 

| MULTIFIL must be specified for all job steps that may route multiple output files within a step to the 
| cooperative, including printer/printer, printer/punch, and punch/punch file combinations. 
The option alerts the cooperative to differentiate files on the basis of their PIOCBs. If the 

option is not used, all files within a step will be processed as a single file. 
re NOREADY specifies that the job control volume mounting message (JCO2/JCO3) sequence not be 
ad displayed unless volume assignments have changed. Volume checking will be performed 


unless OPTION NOVOL is specified. 
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RETRY specifies that supervisor 1/O error messages will be displayed on the console for problem 
programs which accept unrecoverable 1/O errors if the supervisor is sanerated to allow this 
option. 


MAYIDUMP specifies that any systems routine other than the cooperative that routes output to the 
systems LST device will query the operator to determine if the output should be initiated. If 
OPTION NODUMP is specified for the same jobstep it will override the MAYIDUMP option. 
The operator query will take place on all requests by the SNAP, DUMP, CDIAG, DMEAR, 
and CANCEL macros and on all main storage dumps initiated by the system. OPTION 
MAYIDUMP will not be effective if the DUMP, ANALYZE, or CANCEL function is 
initiated from the console. 


SCR,n specifies that n is the multiplicative factor for the SCRATCH file allocation in SYSPOOL 
used by the disc processors (FORTRAN, COBOL, RPG). For further information on this 
option, refer to Section 5 of UN/ VAC 9400 System Software Conventions, UP-7945 (current 
version). 


MCL,n specifies that n is the multiplicative factor for the MCL file allocation in SYSPOOL used by 
the disc processors (FORTRAN, COBOL, assembler, RPG) and the disc linkage editor. For 
further information on this option, refer to Section 5 of UNIVAC 9400 System Software 
Conventions, UP-7945 (current version). 


Example: 
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4.4.17. PARAM Statement 


Function: 


The PARAM statements are used to introduce parameters required by the problem program at job execution 
time. PARAM statements are written in the form of control statements and are included in the control stream 
for the job. However, job control does not process these statements; it is the responsibility of the user to 
supply the correct operands. The PARAM statement can contain up to 62 characters of user-supplied 
information. User-submitted characters beyond column 71 are ignored. Normally, the PARAM statement or 
statements are grouped immediately following the EXEC statement for the job step. There is no limit to the 
number of PARAM statements allowed, providing the maximum size of the control stream is not exceeded. 


The job step can retrieve PARAM statements from the control stream by executing the GETCS macro 
instruction provided by the supervisor. The details of the GETCS macro instruction are included in UN/ VAC 
9400 System Supervisor Programmer Reference, UP-7689 (current version). 

Format: 
// PARAM ccc...¢ 


where: 


CCcc...Cc up to 62 characters in any format as required by the job step. 


16 
sprees oo Sa eee 
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Examples: 
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4.4.18. RESET Statement 


Function: 
The RESET statement is used only in conjunction with the EQU statement. It resets the values in the logical 
unit table for device types to the original active values as found in the master logical unit table. If any devices 
are allocated, it releases these devices back to the system on a job basis. 
The use of the RESET statement in conjunction with the EQU statement allows the user to run on a system 
other than the one the control stream was designed to run on. No positional parameters are required for the 
RESET statement. 

Format: 
// RESET 


Example: 





4.4.19. RSTRT Statement 
Function: 


The RSTRT statement is used to restart a program from a checkpoint. It is a function of the supervisor to 
establish checkpoint records in a program by means of the CHKPT macro instruction. The details of the 
CHKPT macro instruction are included in UN/VAC 9400 System Supervisor Programmer Reference, UP-7689 
(current version). 


The RSTRT statement must appear in the control stream at a point prior to the control statements required to 
specify the job properly. Most of the information required to restart a program from a checkpoint is provided 
by checkpoint records. The control stream permits a flexibility not otherwise practical, such as the 
respecification of peripheral! devices utilized by the job. 


Format: 


// RSTRT. logical-unit-number, serial-number [, filename] 
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Positional Parameter 1: 


logical-unit-number the logical unit number of the device on which the checkpoint records are stored. This 
device must be assigned to the job by a DVC statement. 


Positional Parameter 2: 
serial-number the checkpoint serial number printed at the system console or alternate printing device 
at the time the CHKPT macro instruction was executed. This number identifies which 


checkpoint records are to be used to restart the job. 


Positional Parameter 3: 











filename specifies the name of the disc checkpoint file. 
if omitted the checkpoint file is on tape. 
Example: 
= LABEL & OPERATION ® OPERAND % 
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4.4.20. RUN Statement 

Function: 
The RUN statement is a job delimiter and is used to cause the normal termination of the currently active job 
and the initiation of the specified job. This statement accomplishes the functions of both a RUN operator 
command and an end-of-job (/&) statement. 
Control streams can be selected from the job file for processing bya RUN operator command or a RUN 
statement. The RUN operator command is introduced at the system console and can be issued at any time, 
providing job control is not processing another job initiation, termination, or interjob step request. The RUN 
statement can appear at any point prior to the end-of-job (/&) statement in the control stream. 

Format: 
// RUN jobname[,priority] [,GO] [,partition-length] [,preamble-address] 

Positional Parameter 1: 
jobname a 1- to 8-character alphanumeric name identifying the control stream to be initiated. This 


name must be identical to the name submitted in the JOB statement in the control 
stream. 
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Positional Parameter 2: 


priority specifies the user priority level at which the job is to be run. This priority code overrides 
the one appearing in the JOB statement. There are three levels of priority: 


1—Message Control Program (extension of supervisor) 
2—Jobs with high input/output utilization 
3—Jobs with low input/output utilization 
if omitted the prioirty level appearing in the JOB statement is used. 
Positional Parameter 3: 


GO causes the initiated job to be started immediately following the job preparation and 
loading sequence. 


if omitted processing does not begin until a GO operator command is entered at the system console. 
Positional Parameter 4: 

partition-length specifies, in hexadecimal, the partition length (in bytes) to be allocated to the job. 

if omitted see 3.2.6. 
Positional Parameter 5: 


preamble-address _— specifies, in hexadecimal, the location in main storage at which the job is to be run. Used 
for restarting a program. 





if omitted starting location is assigned by the supervisor. 
Examples: 
” LABEL & OPERATION & OPERAND 6 
1 10 | 16 
11. RAIN: IPAY 2 tH ae ep ye ee ep a ee AR 
/ RUIN a PAY Ay K-92, AOL OO, »(DO0O, Jes ge De jo Lend Le, 





4.4.21. SET Statement 
Function: 
The SET statement is used to set up or modify the date field, user program switch indicator, and 


communication region in the job preamble. The SET statement cannot be used to alter fields in the SIB; this 
must be done by the SET operator command. ~~ 
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DATE, xx/xx/xx[,yyddd] [,yyddd] 

// SET < UPSI,switch-setting 

COMREG, character-string [,ASC] 
Positional Parameter 1: 

DATE indicates that positional parameter 2 and optionally, parameters 3 and/or 4, are to be 
stored in the date fields of the job preamble. 

UPSI indicates that the user program switch indicator in the job preamble is to be set according 
to the pattern of positional parameter 2. (The UPSI byte is the last byte of the 12-byte 
communication region in the job preamble.) 

COMREG indicates that positional parameter 2 is to be stored in the communication region of the 
job preamble. 

Positional Parameter 2: 

xx/xx/xx calender date: month, day, and year, in any order. 

switch-setting one to eight characters in length. The only allowable characters are: 
O — Set bit to off. 

1 — Set bit to on. 


character-string 


NOTE: 


X — Bit is to remain unchanged. 
Unspecified rightmost positions are assumed to be X. 


1 to 24 hexadecimal characters or 1 to 12 EBCDIC characters are to be stored in the 
communication region of the job preamble. Unspecified rightmost characters remain 
unchanged. Hexadecimal characters are designated X’ccccc..."; EBCDIC or ASCII 
characters are designated C’ccccc...’. 


The last byte (12th) of the communication region is the user program switch indicator. 


Positional Parameter 3: 


yyddd 


if omitted 


ASC 


x 


1- to 5-character date for a tape file where yy designates the year and ddd designates the 
day of the year. This date is right-justified in a 6-character field in the job preamble. The 
leftmost character is set to an EBCDIC blank. !f six characters are submitted, all six 
characters are stored in the job preamble. This allows the user to indicate the quarters of 
a year. 


the date is set from the tape date stored in the SIB. 


indicates that the character string stored in the communication region is in ASCII. 
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Positional Parameter 4: 


Ne yyddd 1- to 5-character date for a disc file, where yy designates the year and ddd designates the 
day of the year. The date is converted to discontinuous binary in the form Oydd. 


if omitted the date specified in positional parameter 3 is used. !f positional parameter 3 is not 
specified, the date is set from the disc date stored in the SIB. 


If both positional parameters 3 and 4 are not specified when the job is initialized, the 
date fields are set to the date in the SIB unless there is a SET DATE statement in the 
control stream on which parameters 3 and 4 are specified. If UPS] and COMREG are not 
specified, the fields are cleared to binary 0’s. 


Examples: 
| LABEL | 6 OPERATION 6B OPERAND — ne % 
la Oa I a Se 
ip 2 ATE, Wt A2OAG% OF 32 bod 
¥ rE, oA au 69, 2293044, 69304: Pa ee sen 
. ie 0 OLAKX.L0. wail pee Ae eh ee hil dbstats eaten 


COMREG XxX - " .FFO00 Obi tZep’ pb popes Va ote te i 
OMREG?C'ABCI23',ASC. i .. iiat 








Ne 4.4.22. SKIP Statement 
Function: 


The SKIP statement is used to bypass, conditionally or unconditionally, a stated number of control 
statements, advance to the first contro! statement beyond the next EXEC statement, or to advance to the first 
control statement beyond a specified EXEC statement. The skip function terminates following the successful 
advance of the control stream, or upon the detection of end-of-job (/&) statement, whichever occurs first. 
PARAM, ALTER, /&, data, and /* statements are not counted by the SKIP statement processing. When 
advancing to a specified job step, the PARAM statements and data files that are associated with the specified 
EXEC statement are bypassed. 


Format: 


// SKIP i ‘wane Cwackl 


Positional Parameter 1: 


program-name an 8-character program name in the form nnnnnnpp which is the same as the program name 
in an EXEC statement in the control stream and serves to identify the EXEC statement. The 
control stream is advanced to the first statement following the EXEC statement so 
identified, and processing of the control stream continues at that point. 


n indicates the number of control statements to be skipped. This may be any number up to 
Ne the maximum number of statements within a given control stream. 
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Positional Parameter 2: 


if omitted 


mask 


if omitted 


Examples: 


LABEL 





the control stream is advanced to the first statement following the next EXEC statement 
encountered in the control stream, and processing of the control stream continues at that 


point. 


one to eight characters identifying the bits of the user program switch indicator (UPSI) to be 
tested. This parameter makes the SKIP statement conditional. 


Effectively, a test-under-mask instruction is executed. If any of the specified bits are set, the 
skip condition is satisfied and the SKIP statement is processed. Otherwise, the SKIP 
statement is ignored and the processing continues with the next statement in the control 
stream. 


If fewer than eight characters are specified, the unspecified rightmost positions are assumed 
to be 0. The only allowable characters in the mask are: 


O — ignore the bit. 
1 — test the bit to determine if it is set. 


the SKIP statement is unconditional. 








8 OPERATION & OPERAND $ 
19 is 
i oaene cecil a fa pennant ae nara ne Neana co nonmaananne RS ee ame DNR eNREANNE eo NNeee eee ert N 
Pay RoLo2, OALLOOOOLL. ee Oe eee oe ee ee ee ee ee ee 





4.4.23. VOL Statement 


Function: 


Two formats are 


available for the VOL statement. 


The first VOL statement format supplies the volume serial numbers for data and program volumes to be 


accessed by the 


job. They are used to uniquely identify tape reels and disc packs. For tape volumes, the 


user can indicate whether or not standard block counts are to be checked on input or are to be written on 
output. Other characteristics of the volume, such as tape density or mode, are also specified on the VOL 
statement. For additional information regarding the use of volume serial numbers, see UN/ VAC 9400 System 
Data Management System Programmer Reference, UP-—7629 (current version). 


If used, the VO 


L statement must immediately follow the DVC statement. For a disc system, the first VOL 


statement must precede any EXT statement for that volume. !f more than eight volume serial numbers are to 
be listed, a nonblank character must appear in column 72 of the VOL statement and one or more continuation 
statements (//n) follow. , 
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A second VOL statement format is provided to specify parameters which define a forms loop for a printer file 
that is to be processed by the cooperative. 


Format 1: 
C 
Mee vol 1 2 
// NOL CMcc l{ erated: } [,volno-2 or 3 through 7 or 8] 
volno-1 
SCRTCH 
Positional Parameter 1: 
Cc only used for volumes in a tape system. If it is an input volume, block counts are 


expected in each block and are checked as the volume is advanced. If it is an output 
volume, all blocks are sequentially numbered. 


if C is not used the block option is not effective. However, blade numbers may be present if specified for 
data management use. 


Mcc specifies the mode setting for tape devices and certain card reader features. The 
characters, cc, are hexadecimal characters equivalent to the appropriate mode setting 
command. Table 4—2 lists the mode settings for UNISERVO VI-C, 12, and 16 tape units, 
and card reader features. 

if M is not used mode settings specified at system generation time are used. 

The allowable values for cc are given in Table 4—2. 


Table 4—2. Mode Settings (Part 1 of 2) 


A. UNISERVO VI-C Magnetic Tape Subsystems 


Convert 
Feature 
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Table 4—2, Mode Settings (Part 2 of 2) 
b. UNIVERVO 12 and 16 Magnetic Tape Subsystem 


Track Convert 
Type 


Translate Feature 


7-track 


9-track 





NOTE: 


The mode must always be specified for tape devices with phase encoded capability. 


c. Card Reader Features 


Feature 


1000 cpm 


Alternate stacker select or primary stacker full 
Dual translate feature (ASCII hardware translate) 


66-column stub card feature 
0711/0716 51-column stub card feature 
Validity check feature 





NOTE: 


The mode setting is an extension of device type for descriptive use, and is used by job control 
in assigning an appropriate device. Any combination may be utilized with 40 and 20 mutually 
exclusive. For example, 20 and 08 would be specified as 28. 
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Positional Parameters 1 or 2 through 8 or 9: 


volno-1,...,volno-8 each volume serial number can be from one to six alphanumeric characters in length. if 
fewer than six characters are specified by the user, the characters are right-justified in 
the field and leading zeros are added by job control. The volume serial numbers must 
appear in the same sequence as required for mounting the volume. 


SCRTCH ascratch volume is to be used and its volume serial number is not known. 
if omitted the volume serial number option is not effective. 
NOTE: 


If the block count and mode options are not specified as positional parameter 1, the first volume serial number or 
SCRTCH can appear as positional parameter 1. 


Examples: 








LABEL 6 OPERATION OPERAND % 





et a 


ier ee Ss er eT Tes teseds PON AR ees ae ce Se 


EXLBAB EXEC. oe oe Pie a ee Ps ae a eee Oe 


Format 2: 

// VOL FORM,name,mmmlineno=h,lineno=e,lineno =ss, [ lineno=ss....,lineno=ss] 
Positional Parameter 1: 

FORM specifies that all following parameters define a forms loop for a printer file. 
Positional Parameter 2: 


name specifies a 1- to 6-character forms loop name for printer files. Specifies a 1- to 
6-character card type for punch files. 


Positional Parameter 3: 


mmm specifies the maximum number of lines that can be printed on the’form. Required 
for print files only 


Positional Parameter 4: 
lineno=h specifies line number and home paper code. Required for print files only. 
Positional Parameter 5: 


lineno=e specifies the line number and end-of-form code (e). The end-of-form code number 
must be 9. Required for print files only. 
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Positional Parameters 6 through 10: 
lineno=ss,...,lineno=ss specifies the line number and skip codes (ss) to be used in a printer forms loop 
(print files only). The number specified cannot exceed the number of skip positions 
specified for the cooperative at supervisor generation time. Skip codes must be 
specified in ascending line number order. 


Additional parameters, if required, may be specified via a continuation statement. 


Examples: 










§ OPERATION & OPERAND «ol 
10 16 72 


LABEL 





PLE ,88 ,2=1 4, 67=9,404% Ko 


75:7. i fac Oo Pa ae oe ee eee . id | 





4.4.24. Start-of-Data (/$) Statement 

Function: 
The start-of-data (/$) statement is used to indicate the beginning of data that is to be filed for subsequent 
retrieval by the job. All staternents following the start-of-data (/$) statement up to and including the first 
end-of-data (/*) are filed in the job file. The user can access the filed data statements using the GETCS macro 
instruction. 
The start-of-data statement must start in column 1 and must be the only statement on the card. 
No positional parameters are required. 

Format: 


is 


Example: 


V$.1., | START BF DATA, at fi 


4.4.25. End-of-Data (/*) Statement 
Function: 


The end-of-data (/*) statement is used to indicate the end of the data being introduced with the control 
stream. This statement is used in conjunction with the start-of-data (/$) statement. When the end-of-data 
statement is encountered by job control, the data file is closed and control stream processing is resumed. The 
end-of-data (/*) statement is filed with the data. 
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The end-of-data statement must start in column 1 and must be the only statement on the card. 












aca No positional parameters are required. 
Format: 
/* 
Example: 
LABEL $ OPERATION & OPERAND % 
19 
4.4.26. End-of-Job (/&) Statement 
Function: 
The end-of-job (/&) statement is a job delimiter and is used to indicate the end of a control stream. The 
end-of-job statement must start in column 1 and must be the only statement on the card. 
No positional parameters are required. 
| 
Format: 
| Example: 





V& (ieee sl ee eae | EXD off, Tos Jott a eee ep Bor 
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5. JOB CONTROL PROCEDURES 


5.1. GENERAL 


The power of job control is greatly increased by use of special directives and conditional JPROC directives which 
allow the programmer to specify and generate repetitive sequences of statements. To save the time and effort 
required to write a series of job control statements repeatedly, and to eliminate possible errors in transcription, the 
series can be written once in a procedure definition. 


A JPROC procedure (proc) is a series of job control statements and directives starting with a PROC directive, 
followed by one NAME directive, and ending with an END directive. The PROC directive is used to signal the 
beginning of the procedure, the NAME directive declares a label by which the procedure can be called, and the END 
directive signals the end of the procedure. Each time the statements are needed, a procedure call statement is 
written. Job control inserts 0 or more statements at the point of reference. 


The JPROC procedure specifies to job control the coding and statements for a particular operation, and the 
procedure call statement specifies the values of the variable parameters to be used when the call is executed. Job 
control then replaces the parameters to produce a specific section of output statements. 


During the FILE function of job control, the JPROC function is called by recognizing a statement which is other 
than a specific job control statement such as DVC, VOL, etc. The JPROC library ($Y$JPROC) is then searched for 
the JPROC procedure. When the procedure is retrieved, additional statements are generated as specified by the 
directives and job control statements in the JPROC procedure. The generated statements are FILE’d in the normal 
manner. Sequence numbers are assigned to the generated job control statements by the FILE function after the 
JPROC routine passes the statement. 


5.1.1. Statement Conventions 


The JPROC procedures are entered into the JPROC procedure library via the disc librarian (UN/ VAC 9400 System 
Disc Librarian Programmer Reference, UP-7745 (current version). The JPROC library is created in the same manner 
as an ordinary proc library, via the disc librarian. This library must reside on the system resident disc and must have 
a file-identifier of $Y$JPROC. In order for the JPROC procedures to be entered into the library, the first slash (/) on 
the job control statements in the procedure must be replaced with an ampersand (&). When the JPROC procedure is 
expanded, and the job control statements are generated and passed to the file routine, the JPROC function reinserts 
the slash (/) in place of the ampersand (&). Also, if any disc librarian directives are included within data in the 
JPROC procedure, they must contain ampersand-blank (&b6) in columns 1 and 2, and the JPROC must be informed 
to do parameter replacement within data via the REPL directive. This is necessary so that the librarian does not 
recognize these directives at the time the JPROC procedures are being inserted into the library. When the JPROC 
procedure is expanded, the ampersand in column 1 is treated as a null character. 
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The job contro! statements within the body of the JPROC procedure follow standard contro! statement conventions 
with respect to multistatement cards and continuation. If multistatement images are present in the JPROC 
procedure, they are expanded and passed to the file function one statement at a time. If job control statements with 
continuation appear in the body of the JPROC procedure, they are expanded and passed to the file function in the 
same form (that is, with continuation). The JPROC function does not attempt to verify whether or not continuation 
is allowed on the particular control statement. 


The JPROC function does only a limited amount of control stream logic verification; this function is performed by 
the file routine on the generated statements. 


5.1.2. Character Set 


The character set used in writing statements and directives in the JPROC procedures consists of: 


Letters ABC through Z 
Special letters 7$#@ 
Digits 01 2 through 9 


Special characters +—*/,="blank().><&!:50 


5.1.3. Terms, Expressions, and Operators 
The operand field of a statement or directive within a JPROC procedure consists of one or two operands, which 
must comprise either one symbol! or one symbo! and one basic expression. 
5.1.3.1. TERMS 
Terms are representations of values. Two classes of terms are recognized by the JPROC processor: 
. Character String 
A character string can represent up to 44 valid characters, all of which are printable. Character strings 
containing embedded blanks or commas must be enclosed in apostrophes or parentheses. The enclosing 
apostrophes and parentheses are considered part of the character string. 
A null character string on JPROC directives is represented by two consecutive apostrophes. 
All parameter values are evaluated as character strings by the JPROC processor. 
a Symbols 
A symbol is a group of up to eight alphanumeric characters used for parameter identification and as labels. The 
first, or leftmost, character must be alphabetic. Special characters or blanks may not be contained within a 


symbol, except for the # which must be the first character for positional parameters. The following are 
examples of valid symbols: 


Vv CARDAREA 
GS279 RS$INTRN 
BOB #13 


#1 


ee 
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For a symbol to be recognized by the JPROC processor as a parameter identification, it must be immediately 
preceded by an ampersand. 


In order for parameter replacement to be effected by the JPROC processor, the parameter references (symbol 
preceded by an ampersand) must be preceded and followed by either a blank or a comma. 


The following are not valid symbols for the reasons stated: 
READ ONE embedded blank 
SPEC’L special character 
6AGN first character not alphabetic 


A symbol may be more than eight characters long; however, only the first eight characters are analyzed by the 
JPROC processor. If the first eight characters of any two symbols are identical, they are considered to be 
identical symbols regardless of following characters. The label on a NAME directive cannot exceed eight 
characters. The number of positional parameters supplied on the call may be obtained by referencing the 
symbol! #0. $ 


5.1.3.2. Basic Expressions 


A basic expression comprises two terms, one of which must be a symbol, connected by an operator. Basic 
expressions are used to specify information for certain directives. Allowable terms of a basic expression are symbols 
and character strings. 


5.1.3.3. Operators 


The valid operators are equal (=), not equal (1), greater than (>), and less than (<). The equal operator is used to 
compare the value of two terms. If equal, the basic expression is true. The not equal operator is used to compare the 
value of two terms. If unequal, the basic expression is true. The greater than operator makes a comparison between 
two terms or expressions. If the value of the first (left) term is greater than the value of the second (right) term, the 
basic expression is true. The less than operator compares the value of the first (left) term with the second (right) 
term. If the value of the first term is less than the value of the second one, the basic expression is true; otherwise, it 
is false. 


Operators must be preceded and followed by at least one blank. 


5.1.4. JPROC Directive Formats 


Statements and directives written for JPROC procedures are written on the UNIVAC 9000 Series coding form. 
Statements, directives, and comments are generally written in columns 1 through 71. Column 72 is used to indicate 
continuation. Columns 73 through 80 may contain program identification and sequencing information. 


Although JPROC procedure directives are written in free form, it is recommended that directives be written with the 
first character of the operation code in column 10 and the first character of the operand field in column 16. 
Tabulating the directives in this fashion creates a program listing which is neater in appearance and easier to read. 
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The format of each field of a JPROC procedure directive is described as follows: 

e Label Field ~ 
The label field must begin in column 1 of the coding form and it is terminated by a blank column. There may 
not be any embedded blanks: The field may either be blank or it may contain a symbol. Labels are meaningful 
only on NAME directives and LABEL directives. 


s Operation Field 


The operation field begins with the first nonblank after the label field and is terminated by a blank. There may 
not be any embedded blanks. The operation field contains a JPROC procedure directive. 


i] Operand Field 


The operand field begins with the first nonblank column after the operation field and it is terminated by a 
blank. This field may contain data and/or information used by the JPROC directives. 


s Comments 
Comments may not be written on a directive or job control statement. A line may consist entirely of 
comments from columns 2 through 71 if column 1 contains an asterisk(*). 

5.2. JPROC PROCEDURE DIRECTIVES 


The JPROC procedure directives are described in the paragraphs that follow. 


5.2.1. PROC — Procedure Definition 
Function: 


The procedure is introduced into job control by the PROC directive. This directive is used to signal the 
beginning of a procedure. No label may appear on the PROC directive. 


Format: 











& OPERATION 6 OPERAND 


unused 


where: 


n is a decimal number that represents the maximum of positional parameters that are found in the proc 
call line. If there are no positional parameters, 0 must be specified. 


k represents keyword parameters. 
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5.2.2. NAME — Call Label 


Function: 


The NAME directive specifies a name by which the procedure is referenced. The NAME directive must 
immediately follow the PROC directive. 


Format: 





B OPERATION & 





OPERAND 


Example: 


to a ba a 


5.2.3. GOIF — Change Processor Source Sequence 


Function: 


The GOIF directive is used to conditionally alter the sequence in which the procedure directives and job 
control statements are processed by the JPROC processor. 


Format: 


& OPERATION & OPERAND 





where: 
symbol specifies the LABEL directive at which the JPROC processor should resume processing. 


b is a basic expression, which is evaluated to determine if it is true or false. If the expression is true, 
the LABEL directive named by symbol is the next directive to be processed by the JPROC 
processor. If the expression is false, then the next sequential statement or directive is processed. If 
the expression is omitted, the LABEL directive named by symbo! is the next directive to be 
processed by the JPROC processor. 
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Rules: 
1. The symbol used must be identical to the symbol in the label field of the LABEL directive: 
2. A GOIF directive within a procedure may not specify a destination within another procedure. 


3. A GOIF directive must specify a destination point forward in the body of the JPROC. 


4. The GOIF directive must not be used between the &$ and the &* directives since everything within 
these boundaries is recognized as data. 


Examples: 


OPERAND ‘ 








5.2.4. LABEL — Procedure Destination 
Function: 
The LABEL directive is used to identify a destination point for the GOIF directive only. 


Format: 





B OPERATION & OPERAND 





The symbols specified in the label field of the LABEL directive are the only valid destination points for the 
GOIF directive. 


5.2.5. DATA — Data Include 

Function: 
The DATA directive is used to inform the JPROC processor that a data set (/$ through /*) from the input 
reader stream, if present, is to be included at this point within the generated stream. The data set may be 


preceded by //PARAM and //ALTER statements. 


Format: 





B OPERATION 6 OPERAND 














unused 


7793 Rev. 1 5—7 
UP-NUMBER UNIVAC OS/4 SYSTEM PAGE REVISION PAGE 


Rules: 


1. The DATA directive normally follows the &/ EXEC control statement. and, if present, includes the 
following from the input reader stream: 


// ALTER 
// PARAM 
/$ through /* 
2. Data included from the input reader stream is not searched for parameter references. 
3. Each DATA directive causes one complete group of data (preceded by a /$ and followed by a /* card) to 
be included from the input stream. 
5.2.6. REPL — Replace 
Function: 


The REPL directive instructs the JPROC processor to do parameter replacement to a data set within the 
JPROC 


Format: 


B OPERATION 8 OPERAND 





Rules: 

1. The REPL directive normally follows the &/ EXEC control statement, or its associated &/PARAM and 
&/ALTER statements, and must precede the &$ control statement. The data set following the REPL 
directive is searched for parameter references. 

2. In order for parameter references to be recognized within the data set they must be preceded and 


followed by a blank or comma. Exceptions to this are when the reference either starts in column 1 or 
ends in column 80. 


5.2.7. END — Proc Defintion End 
Function: 
The END directive is used to signal the end of a proc. 


Format: 





& OPERATION & 





OPERAND 
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Rules: 


1. The operand field should be blank. 


2. The statements between PROC and END directives are defined as the body of a proc or, in other words, 
a proc. 


Example: 





OPERAND 





5.3. CODING PARAMETERS 


In order to activate a proc, certain information must be given to it at the time it is referenced or called. Each item of 
information is known as a parameter, is coded in the operand field for a proc reference, and must be separated from 
the other parameters by commas. 


5.3.1. Positional and Keyword Parameters 


The basic distinction between positional parameters and keyword parameters is in the way they are identified. 
Positional parameters are identified by their position within the operand field of the procedure call statement. 
Keyword parameters are identified by the symbols which are assigned to them in the procedure call statement. 


A method is allowed whereby the programmer can preset the value of a keyword. This preset value is automatically 
used if the particular keyword is not specified; however, the preset value can be changed or overridden by specifying 
a new value for the keyword on the call statement. 
Positional parameters are defined in the body of the proc, and the number of positional parameters allowed in the 
proc is written in the definition directive. To define a positional parameter, the user must code &#n in the positional 
parameters of the desired job control statements, where n = the numerical position of the positional parameter. 
5.3.1.1. Positional Parameters 
In any call fine the positional parameters must be specified before the keyword parameters. The order of the 
expressions in the operand determines the order of the parameters specified. Positional parameter specifications are 
separated by commas. When a nontrailing positional parameter specification is omitted, the comma must be retained 
to indicate the omission. Thus if a proc call line has four positional parameters 

Py Pp Pz Py 


and the second one is not specified, the operand would appear as follows: 


P,P3P, 
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If the third and fourth parameters are not specified, the operand is written as follows: 


P,P, 
If only the last parameter is specified, the operand is written as follows: 

wD, 
Thus, preceding or intervening parameters which are missing must be indicated by a comma. Trailing parameters 
which are missing need not be so indicated. 
5.3.1.2. KEYWORD PARAMETERS 
Keyword parameters when used with positional parameters must follow the positional parameters, if any, on the call 
line. Keyword parameters need not appear in any specific order. Each keyword is equated to a symbol, value, or 
character string. Keywords are coded on the call line as follows: 

k,=V, KEV geek HV, 
where k represents a symbol or name which is used to identify the parameter and v represents the parameter value. 
Keyword parameter specifications must be separated by commas and can appear in any order. Because it is identified 
by name and not by position, an omitted parameter does not require a comma to indicate the omission. A comma 
must separate the last positional parameter from the first keyword parameter when a combination of both is used. 
If a PROC directive specifies three keyword parameters in the operand field 

k, ky sky 


and if the call line specifies only two of the three with the second keyword parameter missing, the format is as 
follows: 


k, =v, .K3=V, or k,.=V5.K,=V, 


or if the call line specifies only one of the parameters, the format is: 


k3=V3 
Hf the value of the missing keyword parameters has been preset in the PROC directive, then the preset values will be 
used in the called procedure. If values have not been preset, then the missing keyword parameters are set to a null 
character string. A preset value can be changed to a null value by specifying k =, followed by at least one additional 
keyword specification on the call statement. 
Values for keyword parameters may contain an equal sign (=) for use in supplying operands to //PARAM statements 
within the JPROC procedure. 
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Example: 


JPROC call line: 











JPROC procedure: 


Se SU ht be 


PROC. 9, KEY, 


oe 


See CY es as Pa URES ner el eS Eas OS fs OY COT 


Joist Poh eh py, 





EXAM name: 


CS tes CEN Gee Sct Gals ees LO gt eas ebay iene iors (ieee Wana ts Ree comene on bes a oes op aero ee oe iets een Se Eee! eel Sever A atl. a ee Cee: Sie nme ate a 


ut KEC ‘DASM LOADSLIB yoREL.. ete ear te feb pepe pd 
ARAM . BKEYI. EON oe Va nes Fr Ge (er Rs YO 


ee ND oy, of hs oe ahr en i eh th ela ig ts Pet 








art Wie Ore bans Sel CO a Pains ey Ni ORNs Fe ee SR EO oo 


BeBe hee i eg ies we 





Output of JPROC: 







Dial Os Ge Ws ee Ce Os Das A Al il heh OS i he i eh pg fod 


Ad JEXEC, . a A, LOADSLIB panes GOR Wm ae Waal 0 eg oe COV Ce rs 
/ i UPARM aL Wie mime) (06,/ FILE... eel i tote to Gea ie dos ee [En 











5.3.1.3. Combined Parameters 


Both positional and keyword parameters can be specified in the proc call line. The following rules apply to the proc 
call line: 


In any call statement, the positional parameters must be specified before keyword parameters. 


In all cases all parameters are separated by commas. 


Positional parameters can be specified without keyword parameters, or keyword parameters can be specified 
without positional parameters, or a combination of both can be used. 


Preceding or intervening positional parameters which are missing must be indicated by a comma; trailing 
positional parameters which are missing need not be indicated. 


Omitted keyword parameters do not need a comma to indicate the omission. 


Keyword parameters can be specified in any order. 


5—10 
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a An omitted keyword parameter that has been assigned a preset value receives the preset value in the procedure 
coding. 


. An omitted keyword parameter without a preset value receives a value of a null character string. 


5.3.2. Special System Defined Parameters 


Special system defined parameters which allow the user to incorporate job control statements and librarian directives 
in the body of the proc are available for use. These parameters are: 


&/ used to indicate job control statements within the proc body. 
&/n__ used to indicate continuation from previous card. 
&$ used to indicate a start-of-data statement within the proc body. 
&* used to indicate an end-of-data statement within the proc body. 
&& used to indicate an end-of-job statement within the proc body. 
& used to indicate librarian control statements within the proc body. 
When the proc is expanded, these special parameters are replaced in the resulting stream with the following values: 
&/ replaced by // 
&$ replaced by /$ 
&* replaced by /* 


& blank or null (only when REPL directive precedes the data set) 


5.4. JPROC CALL STATEMENT 

Function: 
The JPROC call statement provides the user with the ability to call control stream procedures previously 
entered in the system JPROC procedure library. Positional and keyword parameters specified by the user in 


this statement permit any preset values in those procedures to be overridden. 


Format: 


//procname[.n] i iA \] [p, Py r-rP ik FV, eek, =V, Ke, Vo rk =V,1 


Operation Code: 


procname specifies the name of the procedure. Must be the same name as specified in the label field 
of the NAME directive. 


n indicates the proc group from which the procedure is to be obtained. 


if omitted proc group 1 is used. 
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L indicates that the JPROC processor is to list all the generated control statements and aye 
JPROC procedure directive statements within the proc. a 
QO indicates that the JPROC processor is to list the call statement and the generated control 
statements only. 
Positional Parameterers: 
Py Por, positional parameters are specified as described in 5.3.1 and 5.3.1.1. 
Keyword Parameters: 
k i714 ork EV, keyword parameters are specified as described in 5.3.1 and 5.3.1.2. 
Rules: 
1. Specification of combined positional and keyword parameters are described in 5.3.1.3. 
2. The JPROC call statement must be the only statement on the card, and if continuation is required, 
column 72 must be nonblank in every card but the last continuation card. A maximum of nine 
continuation cards are allowed for the JPROC call statement. Normal job control conventions 
concerning continuation cards must be adhered to (//n, n=1 to 9). The last parameter on a statement to 
be continued must be followed by a comma. 
3. When the L (list) option is specified on the JPROC call statement, the call statement, al! directives 
within the JPROC procedure, and all generated statements are listed on the system list (LST) device. 
4. | When the O (output) option is specified on the JPROC call statement, the call statement and all nod 


generated statements are listed on the system list (LST) device. 
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APPENDIX A. DEVICE ASSIGNMENT 
LOGIC 


This appendix is the flow diagram of the logic used by job control in assigning devices to a job. 
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Ne 
APPENDIX B. CONTROL STREAM 
B.1. PREP OF SYSTEM POOL 
The following example preps the system pool of temporary storage (SYSPOOL) area on a UNIVAC 8414 Disc 
Subsystem. SYSPOOL is an area on the system resident volume containing the job file, the system indexes, and 
information of a temporary nature. A disc is prepped in phases. 
LABEL B OPERATIONS OPERAND - COMMENTS ~ 
10 16 
: aa SYSPOGL rac. EX ROG. ‘casas 
ee weer ‘eruiaes 
Se ere a Ge Se Te On Fe ee ee CO SHS bast : a oe 
+ HLS 1DOOOC7N SEXED OOSYN bbed ieee si aia ae I ee ye i pe oe ne | 
\ , y ALLAM PHAGE ts Bet th et ad 
4 ea a poe i a hg ae i ca det ac TD ee tea 





om Nb 
fH oe OR sO a Og Ve dE Ha Col CARO ON Vs es Res Me kl Cd YO Je Nl) BNR Fey rl Det Vd nl lege GE WY ky lt We cs TO Uo 


Bap el ats Wl Va Os EN 9g Une cos Et a cen He Cs MC OO ps Cee Wes Oa! Pes ED? Ya ce Sen 





This example shows four phases, in addition to the required phase 0, which perform the following functions: 


PhaseQ — initializes the program and controls the phases to be run. 

Phase 1 _ writes home address and track descriptor records on all selected tracks and then 
verifies them. 

Phase 2 - writes a test pattern in the RO data field to the end of the track. It then reads back and 
compares the data. 

Phase 3 - rewrites home address and track descriptor records in accordance with the track 
condition tables. Defective tracks are exchanged for alternate tracks. All data written 
is verified. 

Phase 4 _- prints out the condition of the tracks. 


This example also illustrates the use of the OPR and PARAM control statements and the fact that more than one 
control statement can be written on a card. 
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B.2. MAPPING SYSPOOL 


The following example maps the SYSPOOL area on the system resident volume. This is the same area that was 
prepped in Example 1. 





LABEL 8 OPERATIONS. OPERAND COMMENTS 
1 10 1 
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This example also illustrates packed control statements but points up the fact that the EXT statement must not be 
packed if it is followed by a continuation statement. The device assignment set 


//DVC 9//VOL EXPD06//LFD SYSMAP,SQ,1 
is required by the disc mapping program in order to access the volume table of contents. The second device 
assignment set for the device with the logical unit number of 9 is used to access the SYSPOOL area on the system — 


resident volume. 


Note that the /$ (start-of-data), /* (end-of-data), and /& (end-of-job) statements start in column 1 and are not 
packed. The statements between the /$ and the /* statements direct the disc mapping program. 
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The following example illustrates a control stream containing five job steps which are to be executed consecutively. 
This is an assemble-link-and-go type of control stream. 
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The first job step in the contro! stream assembles the source code of a test program called STR. The source code . 
deck is placed between the /$ and /* statements. Because this program is being assembled for disc, at least two disc 
packs are required to be online. The disc assembler designates one of them as the module complex library (MCL) 
which is within the SYSPOOL area on the system resident volume. This assembly also requires a proc library. 


The object module produced by the assembler is then processed by the linkage editor which produces the load 
module SPCALL. This is the second job step in the control stream. The load module is output on the MCL. As the 
third job step in the control stream, the disc librarian transfers the load module SPCALL from the MCL to a library 
USERLIB in the disc file defined as LIB1 from which it is then executed. 


The fourth job step in the control stream executes the program SPCALL. Input data for the program is on cards. 
The output data generated by the program is punched, printed, and written on both tape and disc. 


The last job step in the control stream prints from the tape file the output data generated in job step 4 on the high 
speed printer. 
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APPENDIX C. JPROC PROCEDURRE 
EXAMPLES 


C.1. FILE ALLOCATION 


The following example allocates the file $Y$JPROC, then, by using the disc librarian, places the JPROC control 
stream into the file $Y$JPROC. 
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C.2. WRITING AND CALLING A PROCEDURE ~ 
Example 1: ote 
The following three coding examples illustrate the method of writing a procedure, calling the procedure, and 
the control stream that results from the call. 
= ~= Writing the Procedure 
LABEL § OPERATION 5 OPERAND $ 
| 
3 Fr eer Te OE OR so Leek Sea Se oe Low iret cae: ee i (ct ie bl 
feos bj gD ee Ee apd ey i 
Taal ee ee ie ee ee a 
LF ae Cee eae ee Oe Te ee eee ee eee 
i i 
de) 


~ 1, The PROC definition directive shows that this proc has a maximum of three positional parameters 
associated with it and that the keyword parameter POOL is preset to the value ZAP1. 


2. | FORTC is defined to the JPROC processor as the name of the proc. 
3, 4. Job control statements 


5. In this job control statement, the value for positional parameter 2 (&#2) must be specified in 
positional parameter 2 of the JPROC call statement. 


6. Another job control statement 


7. In this statement, the keyword parameter name POOL is referenced preceded by an ampersand. In 
the expanded control stream, the value ZAP1 is inserted into the operand of this VOL statement. 


8. —_In this statement, the value for positional parameter 3 must be specified in positional parameter 1 
of the JPROC call statement. 


9. Same as for line 5. 


10. Declares the end of the proc. 
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s Calling the Procedure 
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The procedure call line (2) specifies that the procedure named FORTC is to be used. 3333 and DR are 
positional parameters. 


s Resultant Control Stream 

















em Core eres tee Mek es a a eS el ee Eocene epee 


ES cane ee ey Py ee Sa TO Set es 





Pia tie dt a etd ee al, 





et i be 














7793 Rev. 1 


UP-NUMBER 





Appendix C—4 
PAGE 


UNIVAC OS/4 SYSTEM 





PAGE REVISION 





Example 2: 










































The following three coding examples illustrate the method of writing a procedure, calling the procedure, 
and the control stream that results from the call. 
. Writing the Procedure 
ew GpERMND nt RE 
_ LIBIN, LIBOUT= SCRTCH, OBSFIL,ALTLIB | 
pa ese eae eae eee in| i pe ag Edo eared beak 
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bod ee ea OV a DT TV jects te Debora a ee 
i | oAata Se ee Pe Bie Pb pe ea ta) hs 
ood vet op pete i ae eee PG ae bp a 
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1. The user has specified that there are three positional parameters in the proc, and that the keyword 
parameter LIBOUT is preset to the value SCRTCH. Keyword parameters LIBIN, OBJFIL, and 
ALTLIB are not preset. 


2. LIB is defined to the JPROC processor as the name of the proc. 


3. Hlustrates the use of the GOIF directive. AA is the label to which control is transferred if the 
outcome of the evaluation of the basic expression (&LIBIN = ’’) is true. Otherwise, control 
proceeds to the next sequential statement. 


4. Job control statements. Note the use of the special system defined parameters (&/) which are used 
on the job control statements. Note also the parameter replacement specified for the volume serial 
number. 
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5. Destination point for GOIF directive in line 3. 


6. Similar to the GOIF directive in line 3 except that the basic expression (@ALTLIB =’) is 
evaluated. 


7. Similar to line 4. 

8. Destination point for GOIF directive in line 6. 

9. Similar to the GOIF directive in line 3 except that the basic expression (ROBJFIL =’’) is evaluated. 
10. Similar to line 4. 

11. Destination point for GOIF directive in line 9. 


12 through 14. Job control statements. 


15.  IlMustrates the use of the REPL directive. This signals the JPROC processor to scan the data set 
that follows for parameter replacement until an end-of-data statement is encountered. 


16. Start-of-data job control statement. Note the special system defined parameter (&$). 

17. Illustrates the use of another system defined parameter (&) which is used on librarian directives. 
18 through 21. Data statements. 

22. phacedats statement. Note the use of the system defined directive (&*). 

23. Declares the end of the proc. 


a Calling the Procedure 
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The procedure call line (2) specifies that the proc named LIB stored in JPROC group number 2 is to be 
used and that the expansion of the procedure is to be listed on the SYSLST device. NALT, NOBJ, and 
PROGAB are positional parameters. Keyword parameter LIBIN is set to SP3278 and LIBOUT is set to 
SP0032. 
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2 Resultant Contro! Stream 
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The following coding examples illustrate the method of writing the procedure, calling the procedure 


with no parameter variation and the resultant stream, and calling the procedure with parameter variation 
and the resultant stream. 


a Writing the Procedure 
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1. The user has specified that there is one positional parameter in the proc. In addition, POOL1, 
POOL2, and PACKS are keyword parameters that are preset to the values DPK4, SYPK3, and 
DPK4, respectively. The keyword parameter DPAC is not preset. 


2. DASP1 is defined to the JPROC processor as the name of the proc. 


3.4,and 5. Job control statements. 


6. Nlustrates the use of the GOIF directive. ABA is the label to which control is transferred if the 
outcome of the evaluation of the basic expression &PACK5 —* &POOL1 is true; otherwise, 
control proceeds to the next sequential statement. 


7. A job control statement. 


Roe 8. This GOIF statement specifies an unconditional transfer to the statement named by the symbol 


A2. 
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9. Destination point for the GOIF directive in line 6. 


10. Similar to the GOIF in line 6 except that one of the keyword parameters is POOL2. ~~ 
11. Ajob control statement. 
12. After including the job control statment in line 11 in the user’s expanded control stream, control 
is unconditionally transferred to line 15, which is the destination point for this GOIF statement. 
13. Destination point for the GOIF directive in tine 10. 
14. A job control statement. 
15. Destination point for the GOIF directives in lines 8 and 12. 
16. A job control statement. 
17. Includes the data from the user’s control stream into the expanded stream at this point. 
18. Tests the presence of positional parameter 1. If omitted, control is transferred to line 22. 
19. Tests positional parameter 1 equal to 1. 
20, 21. Same as lines 16 and 17. 
22. Destination point for the GOIF directives in lines 18 and 19. 
“93, Declares the end of the proc. a: 


e Calling the Procedure Without Parameter Variation 
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Line 2 calls the proc named DASP1. The parameters are unchanged by the user; therefore, the preset 
values of the keyword parameters remain the same. 
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The resultant control stream is: 
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Lines 3 through 5, 11, and 16 of the PROC are added to the user’s original control stream. 


a Calling the Procedure With Parameter Variation 
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Appendix C—9 
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This example illustrates the use of positional and keyword parameter variation. Two assemblies are 
requested. Upon encountering the proc call DASP1, PACK5 is changed to AB123 in the proc. Lines 3 to 
5 of the proc are added to the user’s control stream. In the proc, control passes to the label ABA because 
PACKS is not equal to POOL1. Another test is made in the proc where control passes to T6 because 
PACKS is not equal to POOL2. Lines 14 and 16 are added to the user’s control stream. Line 17 indicates 
that the user’s first source code is to be included. Line 18 is then included as well as the second source 


code. 


The resultant control steam is: 
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This appendix gives an example of the relationship between positional parameter 2 of a DVC statement in a control 
stream and the corresponding entry in the device type substitution table. This table is established within the resident 
supervisor by the user at system generation time. The table is located directly following the logical unit table (LUT). 
Device Type 
seach aia Substitution Table 
//SOB ASSM 
HIDNC 3 DC C’‘A’ entry A identifier 
DC x’41' 
// LFD PRNTR DC X‘52’ 
I/DVC6,A DC xX’40’ 
DC X‘00’ entry A terminator 
z //LFDSCR1 
Ne : 
DC C’M’ entry M identifier 
DC X‘61’ 
DC X’00’ entry M terminator 
DC X‘FF’ table terminator 


In entry A, if the UNISERVO VI-C Magnetic Tape Unit (41) is in use and cannot be assigned, a device type 52 is 
assigned if available. If it is not available, a device type 40 is assigned. There may be up to 26 entries in the table. 
There is no limit to the number of device type specifications allowed in one entry; however, each entry must be 
terminated by X‘00’. 
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Term 


Abort 
job 


terminated abnormally 


Access 
direct 
~ direct relative 


Address 
absolute 
absolute disc 
base 
cylinder 
effective main storage 
link 
preamble 
| rst 


Allocation, file 
example 
MCL 
SCRATCH 


ALTER statement 
data set 
examples 

| function 

| option 


REPL directive 


Alternate device 
description 
Ne IPSALT 
load 
| shareable 
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statement conventions 


3.2.5 3-5 with slash 
3.2.6.3 3~9 
ASCII 
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= ASC 
character-string 
file 
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3.2 3-1 device 
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Block (cont) 


forward 
job control 
linked 


Boundaries, job 
Braces 
Brackets 


Buffering 
control stream 
tape 


C or omitted 


Call statement 
JROC 
keyword — 

CANCEL statement 
control stream 
example 
format 
function 


macro instruction 
Capital letters 
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continuation 
packed 
punch 


reader 


Character 
change 
sets 
special 


Character-string 
basic expression 
communication region 
keyword 
null 
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File 
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defined 
identifier 
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new disc 
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Job continuation 2.3.2 2-13 job entry 2.2 2-1 
job initiation and continuation 2.3 2-9 
Job control job terminations 2.5 2-13 
FETCH macro instruction 2.3.2 2-13 
file statements 44.8 4—14 {| Job preamble 
function 1.2 1-2 completed execution 3.2.1 3-4 
JPROC procedure processor 2.2 2-3 description 3.2.1 3-4 
language 3.3 3-9 job boundaries 3.2 3-2 
% 42 4-1 job initiation 3.2.1 3-4 
logic Appendix A A-1 JP$PAD 3.2.2 3-5 
services 1.1 1-1 minimum main storage partition 3.2 3-1 
statements 5.3.2 5-11 P address 4.4.1 4-4 
volume mounting time 4.4.13 4-20 SET statement 4.4.21 4—27 
Job control procedures JOB statement 
description Section 5 example 3.2.6.3 3-7 
JPROC module 2.4 2-13 FILE statement 448 4-14 
system procedure library 24 2-13 function 4.4.10 4-15 
job limits processing 3.2.6 3-6 
Job duration main storage allocation 3.2.6.1 3-6 
device assignment 3.3.4 3-13 MIN parameter . 4.4.6 4-11 
job limits processing 3.2.6.3 3-8 minimum main storage 4.4.6 4-11 
Job entry Jobname, JOB statements 4.4.10 4-15 
J description 2.2 2-1 
disc operating systems Figure 2-1 2-2 JPROC 
tape operating systems Figure 2-2 2-4 call 4.4.14 4-21 
generated control statements 2.2 2-3 
Job execution module 2.4 2-13 
absolute area 4.46 4-11 procedure examples Appendix C C—1 
prerequisite 3.3.9 3-15 procedure library 5.1 5-1 
time 3.3 3-10 5.4 5-11 
procedure processor 2.2 2-3 
Job identification, control statement 1.2 1-2 SY$JPROC he a 


JPROC call statement 5.4 5-11 
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UP-NUMBER UNIVAC OS/4 SYSTEM PAGE REVISION PAGE 
Term Reference Page | Term Reference Page 
JPROC procedure directives 5.2 5-4 Library 
name 4.4.6 4-11 
program 4.4.6 4-11 
system procedure 2.4 2-13 
USERLIB B.3 B—4 
Key 
LUT standard label Table 3-1 3-19] Limits, job 
search 3.4.1 3-18 examples 3.2.6.3 3-8 
3.4.2 3-19 processing 3.2.6 3-6 
Keyword Line number 4.4.23 4-33 
DPAC C.2 C-7 
PACK5 C.2 C-7 | Link 
parameter 5.3.1 5-8 address 3.2 3-1 
5.4 5-12 file definition 4.4.12 4-19 
POOL C.2 C-7 
missing parameter §.3.1.2 5-9 Linkage 
symbol 5.3.1.2 5-9 control block Figure 3~3 3-16 
value 5.3.1.2 5-9 list block Table3-3 3-24 
Linkage editor 
assemble-link-and-go control 
stream B3 B-4 
Label 1/0 protect area 3.2.3 3-5 
disc Table 3-2 3-22 load module 3.2.4 3-5 
field 3.4.1 3-18 
5.1.4 5-4 Load errors 3.2.6.3 3-9 
file 4.4.11 4-17 
JUSKxxXxx 3.4.1 3-18 | Load module 
standard, LUT Table 3-1 3-19 assembler 3.2.4 3-5 
standard system 3.4.1 3-18 multiphase 3.2.3 3-5 
3.4.3 3-23 
volume 1.1 1-1 Logic, device assignment Appendix A A-—1 
LABEL, procedure destinations Logical unit 
destination point 5.2.4 5-6 designator 3.3.1 3-12 
format 5.2.4 5-6 device type substitution 3.3.8 3-14 
function 5.2.4 5-6 EQU statement 3.3.1 3-12 
4.4.5 4-8 
Language, job control 3.3 3-9 job 3.4.1 3-18 
4.1 4-1 PUB address 3.3.1 3-12 
4.4 4-2 
Logical unit number 
LBL statement MTC statement 4.4.13 4-21 
example 4.4.11 4-19 positional parameter 444 4-7 
format 4.4.11 4-17 RSTRT statement 4.4.19 4-26 
function 4.4.11 4-17 
with n statement 44.14 4-211 Logical Unit Table (LUT) 
description 3.4.1 3-18 
LFD statement device type substitution 3.3.8 3-14 
example 4.4.12 4—20 Appendix D 
format 4.4.12 4-19 FREE statement 449 4-15 
function 4.4.12 4-19 job 3.4 3-15 


3.4.1 3-18 
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UP-NUMBER UNIVAC OS/4 SYSTEM PAGE REVISION | PAGE 
Term Reference Page | Term Reference Page 
Logical Unit Table (LUT) (cont) MCL See Module Complex 

logical unit designator 3.3.1 3-12 Library 
master 3.4.1 3-18 
4.4.5 4-8 Message control program, priority 4.4.10 4-15 
standard labels Table 3-1 3-19 
Min/max 
Lowercase letters and terms 4.2 4-2 area 3.2.3 3-5 
change size 3.2.5 3-5 
LUT See Logical Unit 1/0 protect areas 3.2.3 3-5 
Table parameter 3.2.6 3-6 
Minimum main storage partition, 
NM storage allocation 3.2 3-1 
Macro instructions Mismatch (MISM) errors, 
CANCEL 2.5 2-13 LFD statement 4.4.12 4-20 
4.4.3 4-6 
CHKPT 4.4.19 4-25 | Mode setting 
OTF 3.2.3 3-5 command 4.4.23 4-31 
FETCH 2.3.2 2-13 mutually exclusive combination 4.4.23 4-32 
FREE 3.3.4 3-13 values Table4—2 4-31 
GETCS 1.2 1-2 
OPEN/CLOSE 4.4.12 4—19 | Module Complex Library (MCL) 
RDFCB 4.4.12 4-19 assemble-link-and-go 
SWAP 3.3.7 3-14 control stream B.3 B-3 
attempt to execute 3.2.6.2 3-7 
Magnetic tape subsystems file allocation 4.4.16 4-24 
UNISERVO VI-C Table4—2 4-31 job limits 3.2.6 3-6 
UNISERVO 12 and 16 Table 4-2 4-32 MCL,n 4.4.16 4—24 
MIN parameter 3.2.6.2 3-7 
Main storage SPCALL B.3 B-4 
allocation using job control 
statements 3.2.6.1 3-6 MTC statement 
approximating 2.3.1 2-10 example 4.4.13 4-21 
automatic computation 3.2.6 3-6 function 4.4.13 4-20 
determination 3.2.6 3-6 operator command 2.2 2-3 
effective address 4.4.1 4-3 
job abort 3.2.5 3-5 Multifile 
job area 3.2.5 3-5 MULTIFIL 4.4.16 4-23 
last location 3.2 3-2 volume 3.3.1 3-12 
limits, min/max 4.4.10 4-15 
minimum 4.4.6 4-11 | Multijob capability 
requirement 2.3.1 2-10 description 1.3 1—2 
values 3.2.6.1 3-6 TOS 3.2 3-2 
Mark Multiphase load module 3.2.3 3-5 
backward 4.4.13 4-21 
forward 4.4.13 4-21 | Multiprogramming 
write 4.4.13 4-21 tape oriented system 2.3.1 2-10 
TOS 3.2 - 
Mask 4.4.22 4-30 


Multistatement card 5.1.1 5-2 
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UP-NUMBER 


Term 


Multistep job 


Muitivolume file, volume 
serial number 


n statement 
example 
format 
function 


NAME-call labets 
directive 
example 
format 
function 
procname 


Online maintenance routines 


Operand 
field 
JPROC directive 


Operators 
OPR statement 
comment line 


example 


format 
function 


READY operator command 


OPTION statement 
example 
format 
function 
NOVOL 


Optional devices 
device assignment 
JF$PUB 


Options, list and output 


Overflow, BOF and DOF 


UNIVAC OS/4 SYSTEM 


Reference Page Term 


4.4.6 4-11 | Overlay, program 
3.4.3 3-23 
Packed 

cards, terminate 

statements 
4.4.14 4-22 
44.14 4-21 PARAM statement 
4.4.14 4-21 control 

data set 

equal sign 
5.2.2 5-6 example 
5.2.2 5-6 format 
5.2.2 5-6 function 
5.2.2 5-6 REPL directive 
5.4 5-11 


Parameter variation 


Parameters 

coding 

3.3.3 3—13 combined 
field engineers 
form loop 

5.1.3 5-2 keyword 

5.1.4 5-4 LAST or RESET 
MINS 

5.1.3.3 5-3 references 
system defined 


See also positional parameters 


4.4.15 4-22 
4.4.15 4-22 | Partition length, RUN statement 
B.1 B-1 
4.4.15 4-22 | Patches, relative 
4.4.15 4-22 
4.4.15 4-22 | Phase area 

address 

1/0 protect area 
4.4.16 4-24 load modules 
4.4.16 4-23 
4.4.16 4-22 | Phase encoded capability 
4.4.16 4-22 

Physical Unit Block (PUB) 
address entry 


3.3 3-9 addresses 
3.3.9 3-15 NOVOL 

system device 
5.4 _ 5-12 table 


volume serial number 
44.16 4-23 


Index 9 


PAGE REVISION PAGE 


Reference 


4.4.6 


4.3 
4.2 
B.2 


B.1 
5.2.5 
5.3.1.2 
4.4.17 
4.4.17 
44.17 
5.2.6 


C.2 


5.3 
§.3.1.3 
4.44 
4.4.23 
5.3.1 
4.4.1 


5.1.3.1 
5.3.2 


4.4.20 


441 


3.2 
3.2.3 
3.2.4 


4.4.23 


3.4.1 
Table 3—2 
4.4.16 
3.3.5 
3.4.1 

3.3.2 
3.3.5 


Page 


4-11 


5-8 
5-10 
4-7 
4-31 


4-5 
4-1 
5-3 
5-11 


3-18 
3-20 
4-23 
3-13 
3-18 
3-12 
3-13 
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UP.NUMBER UNIVAC OS/4 SYSTEM PAGE REVISION | PAGE 
Term Reference Page | Term Reference Page 
PIOCB, OPTION statement 4.4.16 4—23 | Punch 

card Table4—1 4-9 
Positional parameters card system 3.3.6 3-14 
description 5.3.1.1 5-8 
examples Section 4 
keyword 5.3.1 5-8 Qa 
Preamble See job preamble Query, operator 4.4.16 4-24 
PREP, system pool B.1 B-1 
R 
Printer device type code Table4—1 4-9 
Reader 
Priority level card Table4—1 4-9 
JOB statement 2.3.1 2-13 system 2.2 2-1 
4.4.10 4-15 3.3.5 3-13 
4.4.20 4-26 
RUN operator command 2.3.1 2-13 | REPL-replaces 
RUN statement 2.3.1 2-10 directive 5.3.2 5-11 
C.2 c-£ 
PROC format 5.2.6 5-7 
call line §.3.1.1 5-8 function 5.2.6 5-7 
directive 5.1 5-1 rules 5.2.6 5-7 
END directive 5.2.7 5-7 - 
example §.2.1 5-5 Request, job 3.2.6.1 3-7 
group 54 5-11 
label 5.2.1 5-4 RESET statement 
name 5.4 5-11 conjunction with EQU 4.4.18 4-25 
procedure definitions 5.2.1 5-4 example 4.4.18 4-25 
writing and calling C.2 C-5 format 4.4.18 4-25 
function 4.4.18 4-25 
Procedures 
definitions 5.2.1 5-4 Resident supervisor 
writing and calling C.2 C-—2 cooperative 4.4.4 4-7 
device type substitution Appendix D 
Program job statements 4.4.10 4-17 
area, absolute 4.4.16 4-23 
mapped 4.4.6 4-11 | Resource management 
mask 4.4.1 4-4 control block file 3.4 3-15 
message control 4.4.10 4-15 device assignment 3.3 3-9 
overlay 4.4.6 4-11 storage allocation 3.2 3-1 
overlay segment 4.4.1 4-5 
restarting 4.4.20 4—27 | Rewind load (RL) 4.4.13 4-21 
Program-name Routine, space allocation 4.4.7 4-13 
EXEC statement 4.4.6 4-11 
SKIP statement 4.4.22 4-29 | RSTRT statement 
example 4.4.19 4—26 
Program switch list, job control 2.3.1 2-10 format 44.19 4-25 
function 4.4.19 4-25 
PUB See Physical Unit 


Block 


7793 Rev. 1 
UP-NUMBER 


Term 


RUN command 
example 
job limits processing 
main storage 


RUN statement 
example 
format 
function 
main storage allocation 


SCRTCH 
NOVOL 
scratch volume 
volume serial number 


Sequence numbers, assignment 


Sequential file 
extent table area 
indexed 
processing and handling 
volume serial number list blocks 


SET DATE statement 
SET 10 operator command 


SET statement 
example 
format 
function 
operator command 


Shareable device 


Skip code, positional parameter 


SKIP statement 
bypass 
example 
format 
function 


Slash 
ampersand 
asterisk 
dollar 
statement conventions 


UNIVAC OS/4 SYSTEM ccecveiud sere 
Reference Page | Term Reference Page 
Start-of-Data 
3.2.6.3 3-7 example 4.4.24 4-34 
3.2.6 3-6 format 4.4.24 4-34 
3.2.6.1 3-6 function 4.4.24 4-34 
job control statement C.2 C-5 
mapping SYSPOOL B.2 B-2 
4.4.20 4-27 special system parameter 5.3.2 5-11 
4.4.20 4-26 with end-of-data 4.4.25 4-34 
4.4.20 4-26 
3.2.6.1 3-6 STEP, duration of job 4.4.4 4-7 
Storage 
direct access devices 4.4.7 4-12 
minimum 3.2 3-2 
protection 3.2.3 3-5 
4.4.16 4-23 
4.4.23 4-33 | Storage allocation 
3.3.2 3-13 description 3.2 3-1 
job Figure 3-1 3~—3 
2.2.1 2-5 link address 3.2 3-1 
minimum main storage partition 3.2 3-1 
starting address 3.2 3-1 
3.2.2 3-4 System Information Block (SIB) 3.2 3-1 
3.2.2 3-4 
3.3.7 3-14 | Switch-setting 4.4.21 4-28 
3.4.3 3-23 
Symbiont 
4.4.21 4—29 device assignment statement 4.4.16 4-23 
processing 3.2 3-2 
3.3.6 3-14 
Symbols 
basic expression 5.1.3.2 5-3 
4.4.21 4-29 description 5.1.3.1 5~2 
4.4.21 4-28 keyword 5.3.1.2 5-9 
4.4.21 4-27 valid/not valid 5.1.3.1 5-2 
44.21 4-27 
SYSPOOL 
3.3 3-10 mapping, example B.2 B-2 
3.3.6 3-14 system pool B.1 B-1 
system resident B.1 B-1 
4.4.23 4-34 
System defined parameters 5.3.2 5-11 
4.4.22 4-29 | System Information Block (SIB) 
4.4.22 4-30 control block file 3.4 3-15 
4.4.22 4-29 FREE statement 4.49 4-15 
4.4.22 4-29 LBL statement 4.4.11 4-18 
logical unit table 3.4.1 3-18 
SET statement 4.4.21 4—28 
4.3 4-2 storage allocation 3.2 3-1 
4.3 4-2 
43 4-2 System input (IPT) device 2.2 2-1 
5.1.1 5-1 
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UP-NUMBER 


Term 


System listing (LST) device 
JPROC call statement 
system device 

System logging device 


System primary input device 


System resources, unallocated 


Tape buffering 
Tape file header 


Tape-oriented system 
control stream 
job entry 
system input device 
system reader 


Tape volume position 


Termination 
abnormal 


alter function 
job 
normal 


Terms, classes 

Time limit 

Track 
condition tables 
type, 7 
type, 9 


Transient routine, system 
problem program 


Typewriter, console 


UNIVAC OS/4 SYSTEM 
Reference Page Term 
5.4 5-1 U 
3.3.5 3-1 
UNIVAC 0S/4 Operating System 
3.3.5 3-13 
Unload, rewind (RU) 
3.3.5 3-13 
User program switch indicator 
449 4-14 (UPSI) mask 
USRS$LIB 
job timits processing 
22 9-1 UNIVAC 0S/4 Job Control 
, description 
Table 3-2 3-21 language 
2.2 2-1 Vv 
Figure 2-1 2-2 
2.2 g24, | Malue 
22 2-1 keyword 
Original active 
4.4.13 4-20 preset 
VOL statement 
25 2-13 direct access 
4.4.2 4-6 example 
44.1 4-5 format 
25 2-13 function 
25 9-13 with LBL statement 
443 4-6 with n statement 
AA 4-14 writing and calling procedure 
5.1.3.1 5-2 Volume counters and flags 
44.10 4-16 | Volume sequence number 
=e LBL statement 
BA B-1 Volume serial number 
Table 4-2 4-31 device assignment 
Table 4-2 4-31 acd aa 
extent request block 
file contro! block standard 
2.3.2 2-13 ise 
LBL statement 
Table4—1 4-9 list block standard tables 
option 
subsequent entries 
tape reels 


VOL statement 


Index 12 
PAGE REVISION PAGE 

Reference Page 

1.1 1-1 

4.4.13 4—21 
4.4.22 4-30 
3.2.6.3 3-9 

1.1 1-1 

4.2 4-1 

5.3.1.2 5-9 

4.4.18 4-25 
5.3.1.2 5-9 

4.4.12 4-20 
4.4.23 4-33 
4.4.23 4-31 
4.4.23 4-30 
4.4.11 4-17 
4.4.14 4-21 
C.2 C—2 

Table 3-2 3-20 
4.4.11 4-18 
3.3° 3-10 
3.3.2 3-12 
3.3.2 3-13 
Table 3-2 3-20 
4.4.11 4-18 
Table 3-3 3-23 
4.4.23 4-33 
Table 3-3 3-24 
3.3.2 3-12 
4.4.23 4—30 
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Term Reference Page 


Volume Serial Number List Blocks (VSNLB) 
control block file 3.4 3-15 


Volume table of contents 


mapping SYSPOOL B.2 B-2 
W 
Write protection disabled 4.4.16 4-23 
Writing and calling a procedure 
description C.2 C-2 
example C.2 C-2 
FORTC C.2 C-2 
POOL C.2 Cc-2 
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